FINISH GRADE

NDS #771 BLACK DRAIN GRATE
/ TO BE USED IN LAWN AREAS

MIN. 1% SLOPE

NDS #90 6" BLACK ATRIUM GRATE
TO BE USED IN PLANTER AREAS

MIN. 1% SLOPE

CRATER v
CAMP

WOODBLUFF RD.
TR.
“
58931

VARIES
PER PLAN

;\\\'/x\}//\]'—‘[ NN

4” OR 6" RISER
(ADJUST AS REQD)

[ SPEE-D-DRAIN #101,201,250,300,

OAD 4" DIA. PVC WHEN LESS THAN
P/UM A R 8 DRAIN INLETS UPSTREAM,

6" DIA. PVC WHEN GREATER
THAN 8 DRAIN INLETS UP-

STREAM

1/2°0 HOLE W/ GRAVEL

BELOW

VICINITY MAP

OR 350 AS REQUIRED PER SITE
CONDITIONS

NDS: PO BOX 339
851 N. HARVARD AVE.
LINDSAY CA 93247

TEL: (800) 726-1994
FAX: (800) 726—1998

TYPICAL AREA DRAIN

NO SCALE
T.G. PAGE 628 J-1 & 629 A-1

BENCHMARK:

BM: Y9143 ELEV=600.675
L&BN IN CONC WK AROUND FLAGPOLE @ FIRE STA (#67)

15.5M(51") N/O & 24M(79") W/O C/L INT COLD CYN RD &
PIUMA RD

MALIBU QUAD 2008

NO SCALE

SCREWS AS PER

GRATE \
T T

\ \

\ \

\ \

\ \

\ \

\ \

| |

4” DIA. SATIN BRASS
GRATE NDS 9108 W/
SCREWS & COLLAR

PAVING PER CONS. PLAN

MIN. 1% SLOPE MIN. 1% SLOPE

g L > =
2 4 2 ‘A & 4
g ad LN
) ‘ | .

/ ] |‘ L4

4” PVC DRAIN LINE = N

I NDS PRODUCTS:

= P.O. BOX 339

851 N. HARVARD AVE.
LINDSAY CA 93247
TEL: 800—726—1994
= FAX: 800—726—1998

TYPICAL PATIO DRAIN

NO SCALE

—— TOP OF GRATE ELEVATION

DRIVEWAY
© |\

.ar

a4

VARIES

12°"NARROW SLOT TRENCH GRATES
WITH TRAFFIC RATING, STEEL ANGLE BY
ALHAMBRA FOUNDRY CO.

OR EQUAL.

FLOWLINE ELEVATIONS PER PLAN

12” NARROW SLOT TRENCH GRATES

EXISTING GROUND

NO SCALE

DRAINAGE SWALE

= 3" GUNITE OR CONCRETE
W/ #3 BARS, 24" O.C.
BOTH WAYS

RIPRAP NOTES:

NO SCALE

INCHES.

OPTIONAL STANDARD FLARED END
MANUFACTURED BY FOSSIL FILTER

INSTALL 5’ x 5’ RIP~RAP BLANKET
PER DETAIL HEREON

STRUCTURE

C.M.U. SUPPORT
OPTIONAL

THIS INSTALLATION TO BE USED AS A METHOD OF CATCHING ANY
REMAINING POLLUTANTS PRIOR TO FLOWING INTO STREAM

FLARED END SECTION

NO SCALE

6)—0”

/— 6°X6" UNGROUTED RIP~RAP PAD

9
S

N2 2O 3
@@QQQ@QQ A

N,
-

2)_0)1

1. ROCKS FOR UNGROUTED RIPRAP SHALL BE GOOD QUALITY BROKEN CONCRETE AND/OR RIVER RUN ROCK. TH,
SMALLEST DIMENSIONS SHALL EXCEED 3 INCHES AND THE LARGEST DIMENSION S/-/A(LL NOT EXCEED 18 ‘
THE LARGEST DIMENSION SHALL NOT EXCEED 4 TIMES THE SMALLEST DIMENSION.

2. SURFACE ROCKS SHALL BE IMBEDDED FROM 1,/2 TO 2/3 OF THEIR MAXIMUM DIMENSION.
NOTE:  CONCRETE MAY BE SUBSTITUTED FOR THE G/?OU/T.

RIP-RAP BLANKET

NO SCALE

5
b,
10 0 10

™ s ™ s s

PROVIDE LOOSE RIP~RAP AROUND

Phone: 805-522-2622
Fax: 805-522-2298
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email: CDD@civildesignanddrafting.com

DATE

ENGINEER

REVISION BLOCK
REVISION DESCRIPTION

REV# | APPR [DATE

GRAPHIC SCALE
SCALE : 1"=10’
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