GENERAL NOTES

10.

11.

12.

13.

14.

15.

16.

The general contractor and all sub contractors under direction from the general are
required to comply with all applicable municipal codes and governing authorities.
The general contractor shall be responsible for acquiring all permits associated with
new work as required.

Do not commence work until conditions are acceptable to all concerned parties,
including neighbouring tenants and govorning authorities

Contractor shall insure minimum interference with existing roads, streets, sidewalks
parking and adjacent residences. This includes obeying local noise and construction
activity regulations and hours

All existing mechanical and electrical to be re-used unless otherwise noted.

Verify location of existing mechanical, electrical, and all other utilities within and
serving areas to be demolished &/or revised and cap or relocate as necessary.

Maintain service on a temporary basis as required for equipment to be used throughout
the entire renovation schedule.

Verify all dimensions and exisiting conditions on the job proir to proceeding with any
work. Discrepancies are to be brought to the attention of Anonymous Architects as
they arise. Shop drawing dimensions are to be the responsibility of the general
contractor. Anonymous Architects will check will check for general design accuracy
but will not be responsible for field measuring.

In general the plan dimensions shown are: i) to the face of finish at stud partitions
and furring. ii) to the face of the masonry or concrete walls. iii) to the column grid
lines. iv) to the face of the existing wall or surface.

All doors not located by dimensions on plans or details shall be 2 inches from face
of finish in adjacent right angle wall to edge of door opening.

Walls and/or surfaces that were effected by construction to be paninted in their entirety
to match the existing color and sheen.

Where new work is indicated or required, in existing areas, the material and finish of
the new work shall match that of the adjacent existing material or finish, unless
otherwise noted. The new finish shall extend to the first natural break or as noted.
Confirm extent of work with A.A.

Provide methods, means and facilities required to prevent contamination of soil, water,
atmosphere and surroundings.

Items labeled FOIC (Furnished by Owner and Installed by Contractor) must be
coordinated by the contractor as to the schedule and installation requirements.
Provide at least five (5) business days for client to prepare material for purchase,
delivery and/or fabrication and/or supply prior to expected installation date.

All material noted to be demolished or removed becomes the property of the contractor
and thereby responsible for it's appropriate disposal unless specificaly noted by the
owner or within the scope of these drawings.

Jobsite must be cleaned at the end of every working day and made weather and
animal tight. Measures must be taken to assure that the potential for breakins
through construction retlated conditions is eliminated.

Prior to submitting bid, contractor shall visit (or re-visit) the site as necessary to
examine the existing conditions. Any discrepencies are to be pointed out to prior
to submitting bid or shall be noted on bid forms. No plea of ignorance of existing
conditions shall justify requests for additional funds.

All material selections, hardware, colour, manufacturers and finishes shall be
approved in writing by A.A. prior to contractor orders or installation occurs. Issues
of scheduling will not be just cause to bypass the approval process.
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smoke detector and
carbon monoxide

| New wood stud walls

detector.

120V wired with

| New conc. walls

battery backup.

New CMU walls

smoke detector.

€

120V wired with
battery backup.

/I 20 Minute fire rated

mechanical ventilation

wall assembly, 5/8"
type X guysum both
sides

e

intermittent 50 CFM

Sound rated

see bathroom notes 1,
1,1,1.2

General Notes

construction

1. GAS SUPPLY NOTE:
Note: No gas supply will be provided.

2. Water heater must be strapped to wall

3. Exterior walls closer than 5' to the property line
must be 1 hour fire rated construction.

4. FIRE SPRINKLER NOTE:

Provide fire sprinklers throughout if required. The
sprinkler system shall be approved by Plumbing
Division prior to installation.

5. UTILITIES NOTE:

The construction shall not restrict a five-foot clear
and unobstructed access to any water or power
distribution facilities or to the location of the
hook-up. The construction shall not be within ten
feet of any power lines.

6. Every space intended for human occupancy
shall be provided with natural light by means of
exterior glazed openings in accordance with
Section 1205.2 or shall be provided with artificial
light that is adequate to provide an average
illumination of 10 foot-candles over the area o fthe
room at a height of 30 inches above the floor level.

7. GRADING INSPECTION NOTE:

The soils engineer is to approve the key or
bottom and leave a certificate on the site for
the grading inspector. The grading inspector
is to be notified before any grading begins
and, for bottom inspection, before fill is
placed. Fill may not be placed without
approval of the the grading inspector.

Electrical Notes

8. SMOKE ALARM NOTE:

Approved smoke alarms shall be installed in
each sleeping room and hallway or area giving
access to a sleeping room, and on each story
and basement for dwellings with more than
one story. Smoke alarms shall be
interconnected so that actuation of one alarm
will activate all the alarms within the individual
dwelling unit. In new construction smoke
alarms shall receive their primary power
source from the building wiring and shall be
equipped with battery back up and low battery
signal. Smoke alarms shall have battery
backup and be installed in accordance with
NFPA 72. Smoke alarms shall be tested &
maintained in accordance with manufacturere
insturctions. Smoke alarms shall be repalce
after 10 years from the date of manufactued
marked on the unit. Conventional lonization
Smoke Alarms that are solely powered shall
be equipped with a 10 year battery and have a
silence feature.

9. CARBON MONOXIDE ALARM:

An approved carbon monoxide alarm shall be
installed in dwelling units and in sleeping units
within which fuel burning appliances are
installed and in dwellings units that have
attached garages. Carbon monoxide alarm(s)
shall be provided outside of each separate
dwelling unit sleeping area in the immediate
vicinity of the bedroom(s) and on every level of
a dwelling unit including basements.

9. PASSAGE OF RODENTS:

All annular spaces around pipes, electrical
cables, conduits, or other openings in the
buildings envelope at exterior walls will be
protected against the passage of rodents (i.e.
closing such openings with cement mortar,
concrete masonry, or metal pipes.)

10. STAIRWAY LIGHTING

All stairways shall have an illumination level on
tread runs of not less than 1 foot-candle
(111ux).

1. Ground-Fault Circuit-Interruption (GFCI) for
personnel shall be provided and installed in
readily accessible location.

2. Arc-Fault Circuit-Interruptoin shall be
installed to provide protection of the branch
circuit. (EC 210-12)

3. Tamper _resistant receptacles shall be
installed in all areas specified in 210.52, all
nonlocking-type 12-volt 15- and 20-ampere
receptacles shall be listed tamper-resistant
recptacles. (EC 406.12)

Bathroom Notes

1. VENTILATION NOTE:
Provide fan and vent to outside min. 5 air
changes per hour. Refer mechanical plan.

1.1 Newly installed bathroom fans shall be
ENERGY STAR compliant and be ducted to
the outside of the building.

1.2 Newly installed bathroom fans not
functioning as part of a whole house
ventilation system must be controlled by a
humidistat which shall be readily accessible.

2. WATER CONSERVATION NOTE:
Provide ultra low flush water closets.

3. WATERPROOFING NOTE:

a) Provide 70" high minimum
non-absorbent wall adjacent to shower.
ALL SHOWER GLASS TO BE TEMPERED

b) Bathtub and shower floors, walls
above bathtubs with a showerhead, and
shower compartments shall be finished
with a nonabsorbent surface. Such wall
surfaces shall extend to a height of not
less than 6 feet.

4. Plumbing fixtures shall meet the flow
rates specified in the Los Angeles County
Green Building Standards Code.

5. All showers and tub-showers shall
have a pressure balance, thermostatic
mixing valve, or a combination pressure
balance/thermostatic mixing type valve.
(PC418)
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interconnected so that actuation of one alarm
4. FIRE SPRINKLER NOTE: will activate all the alarms within the individual project title and address

Provide fire sprinklers throughout if required. The ~ dwelling unit. In new construction smoke
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5. UTILITIES NOTE: signal. Smoke alarms shall have battery
The construction shall not restrict a five-foot clear backup and be installed in accordance with
and unobstructed access to any water or power NFPA 72. Smoke alarms shall be tested &
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| / \ ~_ | // approval of the the grading inspector. A”;nnu'ar Sdpaces arOEnd pipes, electrihcal
| | — | cables, conduits, or other openings in the
! \\ - e / ' buildings envelope at exterior walls will be architect
! ! _— - ! protected against the passage of rodents (i.e.
‘ | T~ - ‘ closing such openings with cement mortar,
‘ | - /‘/\_ _— | concrete masonry, or metal pipes.)
T ©
10. STAIRWAY LIGHTING %
‘ ‘ ‘ All stairways shall have an illumination level on 8
1 | | | tread runs of not less than 1 foot-candle i
A4.0 3-0" | (111ux). =
Ii Electrical Notes o
| A \ - . 8
- ~— | _ _ _ _ _ 1. Ground-Fault Circuit-Interruption (GFCI) for -
A; 1 | personnel shall be provided and installed in %) g'_? 8
. readily accessible location. % a o\
N S)
! 4 ‘ 2. Arc-Fault Circuit-Interruptoin shall be § 22
STAI installed to provide protection of the branch o 2 %
OFFICE 4-4F ; 7.75" circuit. (EC 210-12) S % S
(277 sq. ft.) ) +3H@ 10" , —~. 3
| i | 3. Tamper _resistant receptacles shall be Al e}
\ [ é]#l} —4 | [ installed in all areas specified in 210.52, all > 205 -
A7.4 ; >
| : } . I nonlocking-type 12-volt 15- and 20-ampere o % g c
s i receptacles shall be listed tamper-resistant 0 O < 8
FFL d UPL 1 recptacles. (EC 406.12) WSS S
| 1,326'-9.75" STAR UP[ 7 64 " | utility/ storage \ el NE
| OX R@7-3/4| L] | | 0ol g
@** — — | _ %;S%
34-0" |
| | |
| / | " | Bathroom Notes
/ : Bl —— :
‘ ‘ 51-0' 1. VENTILATION NOTE:
Provide fan and vent to outside min. 5 air
changes per hour. Refer mechanical plan.
Aj.o 1.1 Newly installed bathroom fans shall be
ENERGY STAR compliant and be ducted to
the outside of the building.
| S || LOWER LEVEL PLAN || 3/16" = 1-0" | 1.2 Newly installed bathroom fans not
functioning as part of a whole house
ventilation system must be controlled by a drawing

humidistat which shall be readily accessible.

2. WATER CONSERVATION NOTE:
Provide ultra low flush water closets.

3. WATERPROOFING NOTE:

a) Provide 70" high minimum
non-absorbent wall adjacent to shower.
ALL SHOWER GLASS TO BE TEMPERED

b) Bathtub and shower floors, walls
above bathtubs with a showerhead, and
shower compartments shall be finished
with a nonabsorbent surface. Such wall
surfaces shall extend to a height of not
less than 6 feet.

4. Plumbing fixtures shall meet the flow
rates specified in the Los Angeles County
Green Building Standards Code.

Floor Plans

5. All showers and tub-showers shall
have a pressure balance, thermostatic

mixing valve, or a combination pressure

balance/thermostatic mixing type valve.
(PC418)
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