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.a,~ ̀  ~~:~ ~ SLOPING FOR TRAFFIC STUDY

~,, Project Name: Acton Taco Bell

This Memorandum of Understanding (MOU) acknowledges Los Angeles County Department of Public
Works, Traffic and Lighting Division (TLD) requirements of traffic impact analysis for the project and is
subject to change:

Project Address: 3771 Sierra Hwy. Acton, CA 93510

Project Description: 2,029 sf Fast Food Restaurant with Drive-Thru

City: Acton

Project Build-out Year: 2015 Notice of Preparation/Start of Env. Analysis:

Closest Intersection (Xtn) to the Project: Crown Valley Rd./Sierra Hwy.

Xtn N/S Street Name: Crown Valley Road

Xtn EIW Street Name: Sierra Hwy.

Thomas Guide Pg+Grid: B6 75 Los Angeles County Supervisorial District: 5

Consultant Developer

Company: Trames Solutions First Street Development

Name: Scott Sato Chris Czyz

Address: 100 E. San Marcos Blvd., Ste. 400
2929 E. Camelback Rd., Ste.
116

City, State, Zip Code: San Marcos, CA 92069 Phoenix, AZ 85016

Phone #: (949) 244-2436 (602) 714-3099

Fax #:

Email: scott@tramessolutions.com Chris@firststreetdev.com

By: Scott Sato

Print Name: Scott Sato

Phone: (949) 244-2436

Email:scott@tramessolutions.com

Consultant/Developer's Date
Representative 12/5/14

Notice of Preparation Date — October 8, 2014

Reviewed By:

Print Name: Kent Tsujii

Phone: 626-300-4776

Email:
ktsuiii(a~dpw.lacountv.aov

TLD's Representative

For General Questions, please contact Traffic Studies Section at (626) 300-4740

Date i'~,/! S~/
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~~c+~"~~~ ~ SLOPING FOR TRAFFIC STUDY
`.7. - ,

0.0. C ~]YiS ~~

<,a~ ~ Project Name: Acton TACO Bell

1. Traffic Distribution: Figures) illustrating project trip distribution in percentages and volumes at the
studied intersections analyzed.

N: 5°/a

W:5% N E 5%

S: 85%

Trip Credit/Reduction: Exact amount of credit subject to approval by TLD.

Existing Active Land Use Credit Yes/no No

Previous Land Use Credit Yes/no No

Internal Trip Reduction Yes/no No

Retail Pass-by Trip Reduction (10%) Yes/no Yes. 10%

For General Questions, please contact Traffic Studies Section at (626) 300-4740
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,,~v~~~:~ h SLOPING FOR TRAFFIC STUDY

,, o?~~»n. .~

~Ak~S . Project Name: Acton Taco Bell

4. Related Projects: Project Consultant shall consultant with Los Angeles County Department of Regional
Planning and planning departments of adjoining Cities to identify planned development in the vicinity of the
project site.

5. Congested Management Program (CMP): Project Consultant shall conduct CMP analysis in
accordance with the County's Traffic Impact Analysis Report Guidelines.

6. Freeway Analysis: Project Consultant shall consult with the State of California Department of
Transportation (Caltrans) to determine the California Environmental Quality Act levels of significance with
regard to traffic impacts on Caltrans' freeway facilities. This consultation shall also include a determination
of Caltrans requirements for the study of traffic impacts to its facilities and the mitigation of any such
impacts. This analysis must follow the most current Caltrans' Guide for the Preparation of Traffic Impact
Studies (December 2002). If Caltrans finds that the project has a significant impact on the freeway,
Caltrans shall be requested to include the basis for this finding in their response. If fees are proposed to
mitigate the freeway impact, Caltrans shall be requested to identify the specific project to which the fees
will apply. These written comments from Caltrans shall be included with the traffic study and submitted to
Public Works for review and approval. If a documented good faith effort is made to consult with Caltrans
and written comments cannot be obtained from within a reasonable amount of time, an analysis of the
freeway impact shall be made using the County of Los Angeles' CMP Land Use Analysis Guidelines.

7. Site Access Analysis: Project's in rural areas shall conduct a site access analysis in accordance with
the County's Access Management for Private Developments Guidelines Manual. All schools,
waste/recycling collection or other projects as determined by TLD shall conduct a queuing analysis to
ensure queues do not spill-over onto County roads. For schools, provide boundary map and information on
neighboring schools including day care facilities. The traffic study will also document pick-up and drop-off
procedures.

8. Other Instructions:

Traffic counts may be conducted immediately per the following:

• Must be taken on Tuesdays, Wednesdays or Thursdays.

• Must exclude holidays, and the first weekdays before and after the holiday.

• Must be taken on days when local schools or colleges are in session.

• Must be taken on days of good weather, and avoid atypical conditions (e.g., road
construction, detours, or ma'or traffic incidents .

• Traffic counts used for other traffic studies in the area shall NOT be reused
again, unless 25% of the counts conducted for that particular traffic study are
validated with new counts. The difference in volumes between the old and new
counts at each corres ondin movement should not be more than 10%.

• New traffic counts shall be checked to ensure the difference in volumes at
corresponding approaches, if applicable, between two adjacent intersections is
no more than 10% unless the difference can be ~ustified.

For all. proposed mitigation measures to address project specific impacts, the project
shall include conceptual plans for the improvements in the traffic study which shall be
made part of the review and a royal of the traffic stud .All proposed improvements

For General Questions, please contact Traffic Studies Section at (626) 300-4740

Page 5 of 8 By:
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,:~~ u~~: ~ SLOPING FOR TRAFFIC STUDY

0.0.1

-0a~,,,~~,~~ Project Name: Acton Taco Bell

shall be within public the right-of-way.

For all proposed mitigation measures to address cumulative impacts, the project shall
include conceptual plans and cost estimates for the improvements in the traffic study
which shall be made art of the review and a royal of the traffic stud .
Unless otherwise approved by TLD, level-of-service analysis shall be performed based
on the following scenarios:

(a) Traffic conditions in the vicinity of the project as they exist at
the time the notice of preparation (NOP) is published, or if no
NOP is published, at the time environmental analysis is
commenced;

(b) Traffic in (a) plus project traffic;
(c) Traffic in (b) with the proposed mitigation measures

(if necessary);
(d) Traffic in (b) plus the cumulative traffic that includes

project and other known developments at the time the
notice of preparation (NOP) is published, or if no NOP
is published, at the time environmental analysis is
commenced; and

(e) Traffic in (d) with the proposed mitigation measures
(if necessary).

In addition to the related project list provided by Department of Regional Planning, please include the
following projects.
• Primo Burger
• Starbucks
• Acton Feed Store

Project Consultant shall consult with the State of California Department of Transportation (Caltrans) to
determine the California Environmental Quality Act levels of significance with regard to traffic impacts on
Caltrans' freeway facilities.

The consultant shall consult with Caltrans regarding the Study Intersection List to determine if any
additional intersections or mainlines should be studied.

A queuing analysis will be prepared for the proposed drive-thru.

For General Questions, please contact Traffic Studies Section at (626) 300-4740
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LOS ANGELES COUNTY DEPARTMENT OF PUBLIC WORKS
o~~GELES ~~G2~ TRAFFIC AND LIGHTING DIVISION

1 APPLICATION FOR ENVIRONMENTAL IMPACT REPORT
PUBLIC WOflKS TRAFFIC STUDY REVIEW SERVICES, ORDINANCE NO. 91-0101

°6~ ~o

SBNICB Th8l

Road Fund No: B03 Revenue Source 9254 Program No: R291

Department Receipt No.: Date:

Project No.: T4000300 Studies No.:

Project Name: Acton Taco Bell

Applicant/Engineer: Chris Czyz First Street
Develo menUframes Solutions

Telephone No.: 602 714-3099

Company: First Street Development Fax No.:

Address: 2929 E. Camelback Rd. Ste, 116

City, State: Phoenix, AZ Zip: 85016

The traffic study (TS), required as part of the environmental review process, has been received. Before a traffic
study review can begin, the indicated fee must be paid to this Deaartment. The fee may be paid in
erson or mailed to:

In Person By Mail

Cashier, Meuanine Level (626) 458-6399 Cashier, Meuanine Level
Los Angeles County Department of Public Works Los Angeles County Department of Public Works
900 South Fremont Avenue P.O. Box 1460
Alhambra, CA 91803-1331 Alhambra, CA 91802-1460

Please return this form along with your payment to insure proper credit to your account. Make check payable to the
Los Angeles County Department of Public Works.

TS review fees are based on the number of Average Daily Trips (ADT's) generated by the project as follows:

ADT's *'`FEE (Effective March 1, 2014)*

1 - 1,000 $1,713

1,001 - 5,000 $3,425

5,001 - 10,000 $4,282

10,001 and over $5,138

ADT For This Project: Fee:

* For additional information, go to http://planning.lacounty.gov/
'* Additional fee is required for additional traffic conditions/phases

Cashier, upon processing of payment, please notify:
TLD Representative Email

Updated 03/20/14
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File Name : ATNCVSIAM
Site Code : 20114476
Start Date : 11/18/2014
Page No : 1

City of Acton
N/S: Crown Valley Road
E/W: Sierra Highway
Weather: Clear

Groups Printed- Total Volume
Crown Valley Road

Southbound
Sierra Highway

Westbound
Crown Valley Road

Northbound
Sierra Highway

Eastbound
Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total

07:00 AM 0 13 7 20 26 49 1 76 60 8 22 90 1 2 25 28 214
07:15 AM 4 16 8 28 35 63 4 102 71 5 21 97 5 10 23 38 265
07:30 AM 3 24 7 34 47 58 1 106 58 19 33 110 3 38 52 93 343
07:45 AM 8 18 3 29 25 27 5 57 67 10 28 105 1 11 27 39 230

Total 15 71 25 111 133 197 11 341 256 42 104 402 10 61 127 198 1052

08:00 AM 5 18 2 25 27 27 0 54 46 11 25 82 0 7 32 39 200
08:15 AM 2 9 3 14 24 36 1 61 64 19 28 111 1 12 23 36 222
08:30 AM 3 12 4 19 35 22 4 61 37 7 21 65 3 11 23 37 182
08:45 AM 3 13 0 16 28 21 6 55 49 7 28 84 1 6 27 34 189

Total 13 52 9 74 114 106 11 231 196 44 102 342 5 36 105 146 793

Grand Total 28 123 34 185 247 303 22 572 452 86 206 744 15 97 232 344 1845
Apprch % 15.1 66.5 18.4  43.2 53 3.8  60.8 11.6 27.7  4.4 28.2 67.4   

Total % 1.5 6.7 1.8 10 13.4 16.4 1.2 31 24.5 4.7 11.2 40.3 0.8 5.3 12.6 18.6

Crown Valley Road
Southbound

Sierra Highway
Westbound

Crown Valley Road
Northbound

Sierra Highway
Eastbound

Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total

Peak Hour Analysis From 07:00 AM to 08:45 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:00 AM

07:00 AM 0 13 7 20 26 49 1 76 60 8 22 90 1 2 25 28 214
07:15 AM 4 16 8 28 35 63 4 102 71 5 21 97 5 10 23 38 265
07:30 AM 3 24 7 34 47 58 1 106 58 19 33 110 3 38 52 93 343
07:45 AM 8 18 3 29 25 27 5 57 67 10 28 105 1 11 27 39 230

Total Volume 15 71 25 111 133 197 11 341 256 42 104 402 10 61 127 198 1052
% App. Total 13.5 64 22.5  39 57.8 3.2  63.7 10.4 25.9  5.1 30.8 64.1   

PHF .469 .740 .781 .816 .707 .782 .550 .804 .901 .553 .788 .914 .500 .401 .611 .532 .767

Counts Unlimited, Inc.
PO Box 1178

Corona, CA 92878
(951) 268-6268

B-1



File Name : ATNCVSIAM
Site Code : 20114476
Start Date : 11/18/2014
Page No : 2

City of Acton
N/S: Crown Valley Road
E/W: Sierra Highway
Weather: Clear
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Peak Hour Begins at 07:00 AM
 
Total Volume

Peak Hour Data

North

Peak Hour Analysis From 07:00 AM to 08:45 AM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

07:15 AM 07:00 AM 07:30 AM 07:15 AM

+0 mins. 4 16 8 28 26 49 1 76 58 19 33 110 5 10 23 38
+15 mins. 3 24 7 34 35 63 4 102 67 10 28 105 3 38 52 93
+30 mins. 8 18 3 29 47 58 1 106 46 11 25 82 1 11 27 39
+45 mins. 5 18 2 25 25 27 5 57 64 19 28 111 0 7 32 39

Total Volume 20 76 20 116 133 197 11 341 235 59 114 408 9 66 134 209
% App. Total 17.2 65.5 17.2  39 57.8 3.2  57.6 14.5 27.9  4.3 31.6 64.1  

PHF .625 .792 .625 .853 .707 .782 .550 .804 .877 .776 .864 .919 .450 .434 .644 .562

Counts Unlimited, Inc.
PO Box 1178

Corona, CA 92878
(951) 268-6268
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File Name : ATNCVSIPM
Site Code : 20114476
Start Date : 11/18/2014
Page No : 1

City of Acton
N/S: Crown Valley Road
E/W: Sierra Highway
Weather: Clear

Groups Printed- Total Volume
Crown Valley Road

Southbound
Sierra Highway

Westbound
Crown Valley Road

Northbound
Sierra Highway

Eastbound
Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total

04:00 PM 8 25 3 36 27 21 7 55 40 21 34 95 5 43 27 75 261
04:15 PM 7 19 3 29 16 17 5 38 48 28 30 106 2 37 25 64 237
04:30 PM 8 21 4 33 20 12 3 35 38 21 23 82 3 51 22 76 226
04:45 PM 5 24 6 35 23 9 6 38 48 24 26 98 8 70 24 102 273

Total 28 89 16 133 86 59 21 166 174 94 113 381 18 201 98 317 997

05:00 PM 9 23 6 38 21 16 4 41 29 22 24 75 3 63 23 89 243
05:15 PM 9 9 3 21 14 18 3 35 42 20 29 91 4 76 25 105 252
05:30 PM 10 16 2 28 18 19 6 43 38 19 35 92 9 59 28 96 259
05:45 PM 5 9 3 17 15 8 2 25 37 16 71 124 5 73 8 86 252

Total 33 57 14 104 68 61 15 144 146 77 159 382 21 271 84 376 1006

Grand Total 61 146 30 237 154 120 36 310 320 171 272 763 39 472 182 693 2003
Apprch % 25.7 61.6 12.7  49.7 38.7 11.6  41.9 22.4 35.6  5.6 68.1 26.3   

Total % 3 7.3 1.5 11.8 7.7 6 1.8 15.5 16 8.5 13.6 38.1 1.9 23.6 9.1 34.6

Crown Valley Road
Southbound

Sierra Highway
Westbound

Crown Valley Road
Northbound

Sierra Highway
Eastbound

Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total

Peak Hour Analysis From 04:00 PM to 05:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 04:45 PM

04:45 PM 5 24 6 35 23 9 6 38 48 24 26 98 8 70 24 102 273
05:00 PM 9 23 6 38 21 16 4 41 29 22 24 75 3 63 23 89 243
05:15 PM 9 9 3 21 14 18 3 35 42 20 29 91 4 76 25 105 252
05:30 PM 10 16 2 28 18 19 6 43 38 19 35 92 9 59 28 96 259

Total Volume 33 72 17 122 76 62 19 157 157 85 114 356 24 268 100 392 1027
% App. Total 27 59 13.9  48.4 39.5 12.1  44.1 23.9 32  6.1 68.4 25.5   

PHF .825 .750 .708 .803 .826 .816 .792 .913 .818 .885 .814 .908 .667 .882 .893 .933 .940

Counts Unlimited, Inc.
PO Box 1178

Corona, CA 92878
(951) 268-6268
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File Name : ATNCVSIPM
Site Code : 20114476
Start Date : 11/18/2014
Page No : 2

City of Acton
N/S: Crown Valley Road
E/W: Sierra Highway
Weather: Clear
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Peak Hour Begins at 04:45 PM
 
Total Volume

Peak Hour Data

North

Peak Hour Analysis From 04:00 PM to 05:45 PM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

04:15 PM 04:00 PM 05:00 PM 04:45 PM

+0 mins. 7 19 3 29 27 21 7 55 29 22 24 75 8 70 24 102
+15 mins. 8 21 4 33 16 17 5 38 42 20 29 91 3 63 23 89
+30 mins. 5 24 6 35 20 12 3 35 38 19 35 92 4 76 25 105
+45 mins. 9 23 6 38 23 9 6 38 37 16 71 124 9 59 28 96

Total Volume 29 87 19 135 86 59 21 166 146 77 159 382 24 268 100 392
% App. Total 21.5 64.4 14.1  51.8 35.5 12.7  38.2 20.2 41.6  6.1 68.4 25.5  

PHF .806 .906 .792 .888 .796 .702 .750 .755 .869 .875 .560 .770 .667 .882 .893 .933

Counts Unlimited, Inc.
PO Box 1178

Corona, CA 92878
(951) 268-6268
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File Name : ATNCV14WAM
Site Code : 20114476
Start Date : 11/18/2014
Page No : 1

City of Acton
N/S: Crown Valley Road
E/W: SR-14 Westbound Ramps
Weather: Clear

Groups Printed- Total Volume

Crown Valley Road
Southbound

SR-14 Westbound Off
Ramp

Westbound

Crown Valley Road
Northbound

SR-14 Westbound On
Ramp

Eastbound
Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total

07:00 AM 0 36 42 78 15 0 51 66 27 35 0 62 0 0 0 0 206
07:15 AM 0 56 38 94 12 0 54 66 23 52 0 75 0 0 0 0 235
07:30 AM 0 125 37 162 23 0 54 77 35 65 0 100 0 0 0 0 339
07:45 AM 0 45 37 82 16 0 45 61 15 56 0 71 0 0 0 0 214

Total 0 262 154 416 66 0 204 270 100 208 0 308 0 0 0 0 994

08:00 AM 0 41 49 90 18 0 47 65 26 33 0 59 0 0 0 0 214
08:15 AM 0 39 38 77 19 0 52 71 20 55 0 75 0 0 0 0 223
08:30 AM 0 40 40 80 9 0 37 46 28 32 0 60 0 0 0 0 186
08:45 AM 0 31 52 83 8 0 49 57 21 36 0 57 0 0 0 0 197

Total 0 151 179 330 54 0 185 239 95 156 0 251 0 0 0 0 820

Grand Total 0 413 333 746 120 0 389 509 195 364 0 559 0 0 0 0 1814
Apprch % 0 55.4 44.6  23.6 0 76.4  34.9 65.1 0  0 0 0   

Total % 0 22.8 18.4 41.1 6.6 0 21.4 28.1 10.7 20.1 0 30.8 0 0 0 0

Crown Valley Road
Southbound

SR-14 Westbound Off Ramp
Westbound

Crown Valley Road
Northbound

SR-14 Westbound On Ramp
Eastbound

Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total

Peak Hour Analysis From 07:00 AM to 08:45 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:15 AM

07:15 AM 0 56 38 94 12 0 54 66 23 52 0 75 0 0 0 0 235
07:30 AM 0 125 37 162 23 0 54 77 35 65 0 100 0 0 0 0 339
07:45 AM 0 45 37 82 16 0 45 61 15 56 0 71 0 0 0 0 214
08:00 AM 0 41 49 90 18 0 47 65 26 33 0 59 0 0 0 0 214

Total Volume 0 267 161 428 69 0 200 269 99 206 0 305 0 0 0 0 1002
% App. Total 0 62.4 37.6  25.7 0 74.3  32.5 67.5 0  0 0 0   

PHF .000 .534 .821 .660 .750 .000 .926 .873 .707 .792 .000 .763 .000 .000 .000 .000 .739

Counts Unlimited, Inc.
PO Box 1178

Corona, CA 92878
(951) 268-6268
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File Name : ATNCV14WAM
Site Code : 20114476
Start Date : 11/18/2014
Page No : 2

City of Acton
N/S: Crown Valley Road
E/W: SR-14 Westbound Ramps
Weather: Clear

 Crown Valley Road 
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Peak Hour Begins at 07:15 AM
 
Total Volume

Peak Hour Data

North

Peak Hour Analysis From 07:00 AM to 08:45 AM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

07:15 AM 07:30 AM 07:00 AM 07:00 AM

+0 mins. 0 56 38 94 23 0 54 77 27 35 0 62 0 0 0 0
+15 mins. 0 125 37 162 16 0 45 61 23 52 0 75 0 0 0 0
+30 mins. 0 45 37 82 18 0 47 65 35 65 0 100 0 0 0 0
+45 mins. 0 41 49 90 19 0 52 71 15 56 0 71 0 0 0 0

Total Volume 0 267 161 428 76 0 198 274 100 208 0 308 0 0 0 0
% App. Total 0 62.4 37.6  27.7 0 72.3  32.5 67.5 0  0 0 0  

PHF .000 .534 .821 .660 .826 .000 .917 .890 .714 .800 .000 .770 .000 .000 .000 .000

Counts Unlimited, Inc.
PO Box 1178

Corona, CA 92878
(951) 268-6268
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File Name : ATNCV14WPM
Site Code : 20114476
Start Date : 11/18/2014
Page No : 1

City of Acton
N/S: Crown Valley Road
E/W: SR-14 Westbound Ramps
Weather: Clear

Groups Printed- Total Volume

Crown Valley Road
Southbound

SR-14 Westbound Off
Ramp

Westbound

Crown Valley Road
Northbound

SR-14 Westbound On
Ramp

Eastbound
Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total

04:00 PM 0 53 33 86 12 0 31 43 21 73 0 94 0 0 0 0 223
04:15 PM 0 55 19 74 14 0 26 40 11 68 0 79 0 0 0 0 193
04:30 PM 0 51 23 74 11 0 24 35 14 58 0 72 0 0 0 0 181
04:45 PM 0 67 27 94 12 0 27 39 17 66 0 83 0 0 0 0 216

Total 0 226 102 328 49 0 108 157 63 265 0 328 0 0 0 0 813

05:00 PM 0 54 22 76 13 0 28 41 13 52 0 65 0 0 0 0 182
05:15 PM 0 50 15 65 11 0 32 43 19 62 0 81 0 0 0 0 189
05:30 PM 0 46 27 73 9 0 31 40 7 66 0 73 0 0 0 0 186
05:45 PM 0 39 16 55 13 1 31 45 16 97 0 113 0 0 0 0 213

Total 0 189 80 269 46 1 122 169 55 277 0 332 0 0 0 0 770

Grand Total 0 415 182 597 95 1 230 326 118 542 0 660 0 0 0 0 1583
Apprch % 0 69.5 30.5  29.1 0.3 70.6  17.9 82.1 0  0 0 0   

Total % 0 26.2 11.5 37.7 6 0.1 14.5 20.6 7.5 34.2 0 41.7 0 0 0 0

Crown Valley Road
Southbound

SR-14 Westbound Off Ramp
Westbound

Crown Valley Road
Northbound

SR-14 Westbound On Ramp
Eastbound

Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total

Peak Hour Analysis From 04:00 PM to 05:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 04:00 PM

04:00 PM 0 53 33 86 12 0 31 43 21 73 0 94 0 0 0 0 223
04:15 PM 0 55 19 74 14 0 26 40 11 68 0 79 0 0 0 0 193
04:30 PM 0 51 23 74 11 0 24 35 14 58 0 72 0 0 0 0 181
04:45 PM 0 67 27 94 12 0 27 39 17 66 0 83 0 0 0 0 216

Total Volume 0 226 102 328 49 0 108 157 63 265 0 328 0 0 0 0 813
% App. Total 0 68.9 31.1  31.2 0 68.8  19.2 80.8 0  0 0 0   

PHF .000 .843 .773 .872 .875 .000 .871 .913 .750 .908 .000 .872 .000 .000 .000 .000 .911

Counts Unlimited, Inc.
PO Box 1178

Corona, CA 92878
(951) 268-6268
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File Name : ATNCV14WPM
Site Code : 20114476
Start Date : 11/18/2014
Page No : 2

City of Acton
N/S: Crown Valley Road
E/W: SR-14 Westbound Ramps
Weather: Clear

 Crown Valley Road 
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Peak Hour Begins at 04:00 PM
 
Total Volume

Peak Hour Data

North

Peak Hour Analysis From 04:00 PM to 05:45 PM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

04:00 PM 05:00 PM 05:00 PM 04:00 PM

+0 mins. 0 53 33 86 13 0 28 41 13 52 0 65 0 0 0 0
+15 mins. 0 55 19 74 11 0 32 43 19 62 0 81 0 0 0 0
+30 mins. 0 51 23 74 9 0 31 40 7 66 0 73 0 0 0 0
+45 mins. 0 67 27 94 13 1 31 45 16 97 0 113 0 0 0 0

Total Volume 0 226 102 328 46 1 122 169 55 277 0 332 0 0 0 0
% App. Total 0 68.9 31.1  27.2 0.6 72.2  16.6 83.4 0  0 0 0  

PHF .000 .843 .773 .872 .885 .250 .953 .939 .724 .714 .000 .735 .000 .000 .000 .000

Counts Unlimited, Inc.
PO Box 1178

Corona, CA 92878
(951) 268-6268
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File Name : ATNCV14EAM
Site Code : 20114476
Start Date : 11/18/2014
Page No : 1

City of Acton
N/S: Crown Valley Road
E/W: SR-14 Eastbound Ramps
Weather: Clear

Groups Printed- Total Volume
Crown Valley Road

Southbound
SR-14 Eastbound On Ramp

Westbound
Crown Valley Road

Northbound
SR-14 Eastbound Off Ramp

Eastbound
Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total

07:00 AM 15 33 0 48 0 0 0 0 0 40 11 51 20 0 9 29 128
07:15 AM 25 42 0 67 0 0 0 0 0 65 18 83 13 0 23 36 186
07:30 AM 28 124 0 152 0 0 0 0 0 89 37 126 11 1 31 43 321
07:45 AM 20 44 0 64 0 0 0 0 0 51 23 74 18 0 27 45 183

Total 88 243 0 331 0 0 0 0 0 245 89 334 62 1 90 153 818

08:00 AM 16 42 0 58 0 0 0 0 0 38 16 54 21 0 22 43 155
08:15 AM 18 41 0 59 0 0 0 0 0 57 15 72 18 0 13 31 162
08:30 AM 18 29 0 47 0 0 0 0 0 51 18 69 8 0 14 22 138
08:45 AM 16 25 0 41 0 0 0 0 0 41 13 54 16 0 11 27 122

Total 68 137 0 205 0 0 0 0 0 187 62 249 63 0 60 123 577

Grand Total 156 380 0 536 0 0 0 0 0 432 151 583 125 1 150 276 1395
Apprch % 29.1 70.9 0  0 0 0  0 74.1 25.9  45.3 0.4 54.3   

Total % 11.2 27.2 0 38.4 0 0 0 0 0 31 10.8 41.8 9 0.1 10.8 19.8

Crown Valley Road
Southbound

SR-14 Eastbound On Ramp
Westbound

Crown Valley Road
Northbound

SR-14 Eastbound Off Ramp
Eastbound

Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total

Peak Hour Analysis From 07:00 AM to 08:45 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:15 AM

07:15 AM 25 42 0 67 0 0 0 0 0 65 18 83 13 0 23 36 186
07:30 AM 28 124 0 152 0 0 0 0 0 89 37 126 11 1 31 43 321
07:45 AM 20 44 0 64 0 0 0 0 0 51 23 74 18 0 27 45 183
08:00 AM 16 42 0 58 0 0 0 0 0 38 16 54 21 0 22 43 155

Total Volume 89 252 0 341 0 0 0 0 0 243 94 337 63 1 103 167 845
% App. Total 26.1 73.9 0  0 0 0  0 72.1 27.9  37.7 0.6 61.7   

PHF .795 .508 .000 .561 .000 .000 .000 .000 .000 .683 .635 .669 .750 .250 .831 .928 .658

Counts Unlimited, Inc.
PO Box 1178

Corona, CA 92878
(951) 268-6268
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File Name : ATNCV14EAM
Site Code : 20114476
Start Date : 11/18/2014
Page No : 2

City of Acton
N/S: Crown Valley Road
E/W: SR-14 Eastbound Ramps
Weather: Clear

 Crown Valley Road 
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Peak Hour Begins at 07:15 AM
 
Total Volume

Peak Hour Data

North

Peak Hour Analysis From 07:00 AM to 08:45 AM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

07:15 AM 07:00 AM 07:15 AM 07:15 AM

+0 mins. 25 42 0 67 0 0 0 0 0 65 18 83 13 0 23 36
+15 mins. 28 124 0 152 0 0 0 0 0 89 37 126 11 1 31 43
+30 mins. 20 44 0 64 0 0 0 0 0 51 23 74 18 0 27 45
+45 mins. 16 42 0 58 0 0 0 0 0 38 16 54 21 0 22 43

Total Volume 89 252 0 341 0 0 0 0 0 243 94 337 63 1 103 167
% App. Total 26.1 73.9 0  0 0 0  0 72.1 27.9  37.7 0.6 61.7  

PHF .795 .508 .000 .561 .000 .000 .000 .000 .000 .683 .635 .669 .750 .250 .831 .928

Counts Unlimited, Inc.
PO Box 1178

Corona, CA 92878
(951) 268-6268
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File Name : ATNCV14EPM
Site Code : 20114476
Start Date : 11/18/2014
Page No : 1

City of Acton
N/S: Crown Valley Road
E/W: SR-14 Eastbound Ramps
Weather: Clear

Groups Printed- Total Volume
Crown Valley Road

Southbound
SR-14 Eastbound On Ramp

Westbound
Crown Valley Road

Northbound
SR-14 Eastbound Off Ramp

Eastbound
Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total

04:00 PM 23 44 0 67 0 0 0 0 0 56 28 84 37 0 40 77 228
04:15 PM 28 35 0 63 0 0 0 0 0 43 30 73 36 2 29 67 203
04:30 PM 33 35 0 68 0 0 0 0 0 44 26 70 27 1 24 52 190
04:45 PM 32 47 0 79 0 0 0 0 0 51 29 80 32 0 42 74 233

Total 116 161 0 277 0 0 0 0 0 194 113 307 132 3 135 270 854

05:00 PM 20 46 0 66 0 0 0 0 0 39 22 61 24 0 30 54 181
05:15 PM 19 41 0 60 0 0 0 0 0 51 23 74 30 0 44 74 208
05:30 PM 19 35 0 54 0 0 0 0 0 38 33 71 36 0 39 75 200
05:45 PM 15 36 0 51 0 0 0 0 0 47 20 67 67 2 27 96 214

Total 73 158 0 231 0 0 0 0 0 175 98 273 157 2 140 299 803

Grand Total 189 319 0 508 0 0 0 0 0 369 211 580 289 5 275 569 1657
Apprch % 37.2 62.8 0  0 0 0  0 63.6 36.4  50.8 0.9 48.3   

Total % 11.4 19.3 0 30.7 0 0 0 0 0 22.3 12.7 35 17.4 0.3 16.6 34.3

Crown Valley Road
Southbound

SR-14 Eastbound On Ramp
Westbound

Crown Valley Road
Northbound

SR-14 Eastbound Off Ramp
Eastbound

Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total

Peak Hour Analysis From 04:00 PM to 05:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 04:00 PM

04:00 PM 23 44 0 67 0 0 0 0 0 56 28 84 37 0 40 77 228
04:15 PM 28 35 0 63 0 0 0 0 0 43 30 73 36 2 29 67 203
04:30 PM 33 35 0 68 0 0 0 0 0 44 26 70 27 1 24 52 190
04:45 PM 32 47 0 79 0 0 0 0 0 51 29 80 32 0 42 74 233

Total Volume 116 161 0 277 0 0 0 0 0 194 113 307 132 3 135 270 854
% App. Total 41.9 58.1 0  0 0 0  0 63.2 36.8  48.9 1.1 50   

PHF .879 .856 .000 .877 .000 .000 .000 .000 .000 .866 .942 .914 .892 .375 .804 .877 .916

Counts Unlimited, Inc.
PO Box 1178

Corona, CA 92878
(951) 268-6268

B-11



File Name : ATNCV14EPM
Site Code : 20114476
Start Date : 11/18/2014
Page No : 2

City of Acton
N/S: Crown Valley Road
E/W: SR-14 Eastbound Ramps
Weather: Clear

 Crown Valley Road 
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Peak Hour Begins at 04:00 PM
 
Total Volume

Peak Hour Data

North

Peak Hour Analysis From 04:00 PM to 05:45 PM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

04:00 PM 04:00 PM 04:00 PM 05:00 PM

+0 mins. 23 44 0 67 0 0 0 0 0 56 28 84 24 0 30 54
+15 mins. 28 35 0 63 0 0 0 0 0 43 30 73 30 0 44 74
+30 mins. 33 35 0 68 0 0 0 0 0 44 26 70 36 0 39 75
+45 mins. 32 47 0 79 0 0 0 0 0 51 29 80 67 2 27 96

Total Volume 116 161 0 277 0 0 0 0 0 194 113 307 157 2 140 299
% App. Total 41.9 58.1 0  0 0 0  0 63.2 36.8  52.5 0.7 46.8  

PHF .879 .856 .000 .877 .000 .000 .000 .000 .000 .866 .942 .914 .586 .250 .795 .779

Counts Unlimited, Inc.
PO Box 1178

Corona, CA 92878
(951) 268-6268
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File Name : ATNCVAWAM
Site Code : 20114476
Start Date : 11/18/2014
Page No : 1

City of Acton
N/S: Crown Valley Road
E/W: Antelope Woods Road
Weather: Clear

Groups Printed- Total Volume
Crown Valley Road

Southbound
Antelope Woods Road

Westbound
Crown Valley Road

Northbound
Antelope Woods Road

Eastbound
Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total

07:00 AM 18 21 0 39 1 0 6 7 0 30 4 34 0 0 0 0 80
07:15 AM 40 22 1 63 6 0 30 36 0 41 19 60 0 0 0 0 159
07:30 AM 124 32 0 156 32 3 67 102 0 22 42 64 0 0 0 0 322
07:45 AM 32 43 0 75 17 1 31 49 0 23 9 32 0 0 0 0 156

Total 214 118 1 333 56 4 134 194 0 116 74 190 0 0 0 0 717

08:00 AM 14 43 0 57 2 0 3 5 0 33 3 36 0 0 0 0 98
08:15 AM 20 34 0 54 4 0 7 11 0 51 5 56 0 0 0 0 121
08:30 AM 9 29 0 38 3 0 7 10 0 50 8 58 0 0 0 0 106
08:45 AM 14 20 0 34 2 0 9 11 0 36 2 38 0 0 0 0 83

Total 57 126 0 183 11 0 26 37 0 170 18 188 0 0 0 0 408

Grand Total 271 244 1 516 67 4 160 231 0 286 92 378 0 0 0 0 1125
Apprch % 52.5 47.3 0.2  29 1.7 69.3  0 75.7 24.3  0 0 0   

Total % 24.1 21.7 0.1 45.9 6 0.4 14.2 20.5 0 25.4 8.2 33.6 0 0 0 0

Crown Valley Road
Southbound

Antelope Woods Road
Westbound

Crown Valley Road
Northbound

Antelope Woods Road
Eastbound

Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total

Peak Hour Analysis From 07:00 AM to 08:45 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:15 AM

07:15 AM 40 22 1 63 6 0 30 36 0 41 19 60 0 0 0 0 159
07:30 AM 124 32 0 156 32 3 67 102 0 22 42 64 0 0 0 0 322
07:45 AM 32 43 0 75 17 1 31 49 0 23 9 32 0 0 0 0 156
08:00 AM 14 43 0 57 2 0 3 5 0 33 3 36 0 0 0 0 98

Total Volume 210 140 1 351 57 4 131 192 0 119 73 192 0 0 0 0 735
% App. Total 59.8 39.9 0.3  29.7 2.1 68.2  0 62 38  0 0 0   

PHF .423 .814 .250 .563 .445 .333 .489 .471 .000 .726 .435 .750 .000 .000 .000 .000 .571

Counts Unlimited, Inc.
PO Box 1178

Corona, CA 92878
(951) 268-6268

B-13



File Name : ATNCVAWAM
Site Code : 20114476
Start Date : 11/18/2014
Page No : 2

City of Acton
N/S: Crown Valley Road
E/W: Antelope Woods Road
Weather: Clear

 Crown Valley Road 
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Peak Hour Begins at 07:15 AM
 
Total Volume

Peak Hour Data

North

Peak Hour Analysis From 07:00 AM to 08:45 AM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

07:15 AM 07:00 AM 07:15 AM 07:00 AM

+0 mins. 40 22 1 63 1 0 6 7 0 41 19 60 0 0 0 0
+15 mins. 124 32 0 156 6 0 30 36 0 22 42 64 0 0 0 0
+30 mins. 32 43 0 75 32 3 67 102 0 23 9 32 0 0 0 0
+45 mins. 14 43 0 57 17 1 31 49 0 33 3 36 0 0 0 0

Total Volume 210 140 1 351 56 4 134 194 0 119 73 192 0 0 0 0
% App. Total 59.8 39.9 0.3  28.9 2.1 69.1  0 62 38  0 0 0  

PHF .423 .814 .250 .563 .438 .333 .500 .475 .000 .726 .435 .750 .000 .000 .000 .000

Counts Unlimited, Inc.
PO Box 1178

Corona, CA 92878
(951) 268-6268
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File Name : ATNCVAWPM
Site Code : 20114476
Start Date : 11/18/2014
Page No : 1

City of Acton
N/S: Crown Valley Road
E/W: Antelope Woods Road
Weather: Clear

Groups Printed- Total Volume
Crown Valley Road

Southbound
Antelope Woods Road

Westbound
Crown Valley Road

Northbound
Antelope Woods Road

Eastbound
Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total

04:00 PM 30 48 0 78 2 0 16 18 0 56 6 62 0 0 0 0 158
04:15 PM 18 42 0 60 4 0 10 14 0 37 1 38 0 0 0 0 112
04:30 PM 13 40 1 54 2 0 6 8 0 49 7 56 1 0 0 1 119
04:45 PM 16 56 9 81 1 0 7 8 0 49 4 53 1 0 0 1 143

Total 77 186 10 273 9 0 39 48 0 191 18 209 2 0 0 2 532

05:00 PM 18 48 1 67 6 0 12 18 0 30 8 38 1 0 0 1 124
05:15 PM 16 61 0 77 1 0 11 12 0 46 3 49 0 0 0 0 138
05:30 PM 24 46 0 70 3 0 7 10 0 41 1 42 0 0 0 0 122
05:45 PM 20 37 0 57 2 0 11 13 0 33 1 34 0 0 0 0 104

Total 78 192 1 271 12 0 41 53 0 150 13 163 1 0 0 1 488

Grand Total 155 378 11 544 21 0 80 101 0 341 31 372 3 0 0 3 1020
Apprch % 28.5 69.5 2  20.8 0 79.2  0 91.7 8.3  100 0 0   

Total % 15.2 37.1 1.1 53.3 2.1 0 7.8 9.9 0 33.4 3 36.5 0.3 0 0 0.3

Crown Valley Road
Southbound

Antelope Woods Road
Westbound

Crown Valley Road
Northbound

Antelope Woods Road
Eastbound

Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total

Peak Hour Analysis From 04:00 PM to 05:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 04:00 PM

04:00 PM 30 48 0 78 2 0 16 18 0 56 6 62 0 0 0 0 158
04:15 PM 18 42 0 60 4 0 10 14 0 37 1 38 0 0 0 0 112
04:30 PM 13 40 1 54 2 0 6 8 0 49 7 56 1 0 0 1 119
04:45 PM 16 56 9 81 1 0 7 8 0 49 4 53 1 0 0 1 143

Total Volume 77 186 10 273 9 0 39 48 0 191 18 209 2 0 0 2 532
% App. Total 28.2 68.1 3.7  18.8 0 81.2  0 91.4 8.6  100 0 0   

PHF .642 .830 .278 .843 .563 .000 .609 .667 .000 .853 .643 .843 .500 .000 .000 .500 .842

Counts Unlimited, Inc.
PO Box 1178

Corona, CA 92878
(951) 268-6268

B-15



File Name : ATNCVAWPM
Site Code : 20114476
Start Date : 11/18/2014
Page No : 2

City of Acton
N/S: Crown Valley Road
E/W: Antelope Woods Road
Weather: Clear

 Crown Valley Road 
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Peak Hour Begins at 04:00 PM
 
Total Volume

Peak Hour Data

North

Peak Hour Analysis From 04:00 PM to 05:45 PM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

04:45 PM 05:00 PM 04:00 PM 04:15 PM

+0 mins. 16 56 9 81 6 0 12 18 0 56 6 62 0 0 0 0
+15 mins. 18 48 1 67 1 0 11 12 0 37 1 38 1 0 0 1
+30 mins. 16 61 0 77 3 0 7 10 0 49 7 56 1 0 0 1
+45 mins. 24 46 0 70 2 0 11 13 0 49 4 53 1 0 0 1

Total Volume 74 211 10 295 12 0 41 53 0 191 18 209 3 0 0 3
% App. Total 25.1 71.5 3.4  22.6 0 77.4  0 91.4 8.6  100 0 0  

PHF .771 .865 .278 .910 .500 .000 .854 .736 .000 .853 .643 .843 .750 .000 .000 .750

Counts Unlimited, Inc.
PO Box 1178

Corona, CA 92878
(951) 268-6268
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File Name : ATNMDSIAM
Site Code : 20114476
Start Date : 11/18/2014
Page No : 1

City of Acton
N/S: McDonalds West Driveway
E/W: Sierra Highway
Weather: Clear

Groups Printed- Total Volume
Private Driveway

Southbound
Sierra Highway

Westbound
McDonald's West Driveway

Northbound
Sierra Highway

Eastbound
Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total

07:00 AM 0 0 0 0 2 47 0 49 21 0 1 22 1 1 22 24 95
07:15 AM 0 0 0 0 4 89 0 93 15 0 1 16 2 17 19 38 147
07:30 AM 0 0 0 0 2 82 0 84 22 0 5 27 0 57 25 82 193
07:45 AM 0 0 0 0 4 38 0 42 21 0 3 24 0 24 21 45 111

Total 0 0 0 0 12 256 0 268 79 0 10 89 3 99 87 189 546

08:00 AM 0 0 0 0 1 30 0 31 18 0 2 20 0 12 25 37 88
08:15 AM 0 0 0 0 3 43 2 48 19 1 0 20 0 16 27 43 111
08:30 AM 0 0 0 0 2 36 0 38 22 0 0 22 0 13 22 35 95
08:45 AM 0 0 0 0 1 38 0 39 17 0 0 17 0 14 22 36 92

Total 0 0 0 0 7 147 2 156 76 1 2 79 0 55 96 151 386

Grand Total 0 0 0 0 19 403 2 424 155 1 12 168 3 154 183 340 932
Apprch % 0 0 0  4.5 95 0.5  92.3 0.6 7.1  0.9 45.3 53.8   

Total % 0 0 0 0 2 43.2 0.2 45.5 16.6 0.1 1.3 18 0.3 16.5 19.6 36.5

Private Driveway
Southbound

Sierra Highway
Westbound

McDonald's West Driveway
Northbound

Sierra Highway
Eastbound

Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total

Peak Hour Analysis From 07:00 AM to 08:45 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:00 AM

07:00 AM 0 0 0 0 2 47 0 49 21 0 1 22 1 1 22 24 95
07:15 AM 0 0 0 0 4 89 0 93 15 0 1 16 2 17 19 38 147
07:30 AM 0 0 0 0 2 82 0 84 22 0 5 27 0 57 25 82 193
07:45 AM 0 0 0 0 4 38 0 42 21 0 3 24 0 24 21 45 111

Total Volume 0 0 0 0 12 256 0 268 79 0 10 89 3 99 87 189 546
% App. Total 0 0 0  4.5 95.5 0  88.8 0 11.2  1.6 52.4 46   

PHF .000 .000 .000 .000 .750 .719 .000 .720 .898 .000 .500 .824 .375 .434 .870 .576 .707

Counts Unlimited, Inc.
PO Box 1178

Corona, CA 92878
(951) 268-6268
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File Name : ATNMDSIAM
Site Code : 20114476
Start Date : 11/18/2014
Page No : 2

City of Acton
N/S: McDonalds West Driveway
E/W: Sierra Highway
Weather: Clear
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Peak Hour Begins at 07:00 AM
 
Total Volume

Peak Hour Data

North

Peak Hour Analysis From 07:00 AM to 08:45 AM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

07:00 AM 07:00 AM 07:30 AM 07:30 AM

+0 mins. 0 0 0 0 2 47 0 49 22 0 5 27 0 57 25 82
+15 mins. 0 0 0 0 4 89 0 93 21 0 3 24 0 24 21 45
+30 mins. 0 0 0 0 2 82 0 84 18 0 2 20 0 12 25 37
+45 mins. 0 0 0 0 4 38 0 42 19 1 0 20 0 16 27 43

Total Volume 0 0 0 0 12 256 0 268 80 1 10 91 0 109 98 207
% App. Total 0 0 0  4.5 95.5 0  87.9 1.1 11  0 52.7 47.3  

PHF .000 .000 .000 .000 .750 .719 .000 .720 .909 .250 .500 .843 .000 .478 .907 .631

Counts Unlimited, Inc.
PO Box 1178

Corona, CA 92878
(951) 268-6268
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File Name : ATNMDSIPM
Site Code : 20114476
Start Date : 11/18/2014
Page No : 1

City of Acton
N/S: McDonalds West Driveway
E/W: Sierra Highway
Weather: Clear

Groups Printed- Total Volume
Private Driveway

Southbound
Sierra Highway

Westbound
McDonald's West Driveway

Northbound
Sierra Highway

Eastbound
Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total

04:00 PM 0 0 0 0 1 33 0 34 17 0 3 20 0 62 19 81 135
04:15 PM 0 0 0 0 0 21 0 21 17 0 1 18 0 60 12 72 111
04:30 PM 0 0 0 0 1 22 0 23 11 0 1 12 0 62 19 81 116
04:45 PM 1 0 2 3 0 23 0 23 13 0 4 17 1 86 10 97 140

Total 1 0 2 3 2 99 0 101 58 0 9 67 1 270 60 331 502

05:00 PM 1 0 1 2 0 35 0 35 7 0 3 10 1 80 17 98 145
05:15 PM 0 0 0 0 3 30 0 33 3 0 3 6 1 93 16 110 149
05:30 PM 0 0 0 0 2 30 0 32 13 1 2 16 0 83 18 101 149
05:45 PM 1 0 0 1 2 22 0 24 6 0 4 10 0 132 17 149 184

Total 2 0 1 3 7 117 0 124 29 1 12 42 2 388 68 458 627

Grand Total 3 0 3 6 9 216 0 225 87 1 21 109 3 658 128 789 1129
Apprch % 50 0 50  4 96 0  79.8 0.9 19.3  0.4 83.4 16.2   

Total % 0.3 0 0.3 0.5 0.8 19.1 0 19.9 7.7 0.1 1.9 9.7 0.3 58.3 11.3 69.9

Private Driveway
Southbound

Sierra Highway
Westbound

McDonald's West Driveway
Northbound

Sierra Highway
Eastbound

Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total

Peak Hour Analysis From 04:00 PM to 05:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 05:00 PM

05:00 PM 1 0 1 2 0 35 0 35 7 0 3 10 1 80 17 98 145
05:15 PM 0 0 0 0 3 30 0 33 3 0 3 6 1 93 16 110 149
05:30 PM 0 0 0 0 2 30 0 32 13 1 2 16 0 83 18 101 149
05:45 PM 1 0 0 1 2 22 0 24 6 0 4 10 0 132 17 149 184

Total Volume 2 0 1 3 7 117 0 124 29 1 12 42 2 388 68 458 627
% App. Total 66.7 0 33.3  5.6 94.4 0  69 2.4 28.6  0.4 84.7 14.8   

PHF .500 .000 .250 .375 .583 .836 .000 .886 .558 .250 .750 .656 .500 .735 .944 .768 .852

Counts Unlimited, Inc.
PO Box 1178

Corona, CA 92878
(951) 268-6268
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File Name : ATNMDSIPM
Site Code : 20114476
Start Date : 11/18/2014
Page No : 2

City of Acton
N/S: McDonalds West Driveway
E/W: Sierra Highway
Weather: Clear
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Peak Hour Begins at 05:00 PM
 
Total Volume

Peak Hour Data

North

Peak Hour Analysis From 04:00 PM to 05:45 PM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

04:15 PM 05:00 PM 04:00 PM 05:00 PM

+0 mins. 0 0 0 0 0 35 0 35 17 0 3 20 1 80 17 98
+15 mins. 0 0 0 0 3 30 0 33 17 0 1 18 1 93 16 110
+30 mins. 1 0 2 3 2 30 0 32 11 0 1 12 0 83 18 101
+45 mins. 1 0 1 2 2 22 0 24 13 0 4 17 0 132 17 149

Total Volume 2 0 3 5 7 117 0 124 58 0 9 67 2 388 68 458
% App. Total 40 0 60  5.6 94.4 0  86.6 0 13.4  0.4 84.7 14.8  

PHF .500 .000 .375 .417 .583 .836 .000 .886 .853 .000 .563 .838 .500 .735 .944 .768

Counts Unlimited, Inc.
PO Box 1178

Corona, CA 92878
(951) 268-6268
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Page 1 
 
City of Acton
Crown Valley Road
N/ Sierra Highway
24 Hour Directional Volume Count

 
 
 

ATNCVNSI
Site Code: 201-14476

 
 
 
 

Counts Unlimited, Inc
PO Box 1178

Corona, CA 92878
Phone: 951-268-6268

email: counts@countsunlimited.com

 
Start 18-Nov-14 Northbound Hour Totals Southbound Hour Totals Combined Totals
Time Tue Morning Afternoon Morning Afternoon Morning Afternoon Morning Afternoon Morning Afternoon

12:00 1 21 3 29
12:15 1 15 1 25
12:30 1 16 1 20
12:45 2 16 5 68 2 26 7 100 12 168
01:00 2 16 1 19
01:15 0 23 0 24
01:30 0 20 1 31
01:45 1 27 3 86 3 26 5 100 8 186
02:00 1 20 2 29
02:15 0 29 5 36
02:30 0 24 0 40
02:45 1 33 2 106 3 41 10 146 12 252
03:00 1 50 1 36
03:15 2 33 3 50
03:30 2 37 3 33
03:45 2 22 7 142 3 26 10 145 17 287
04:00 1 34 2 35
04:15 2 33 0 37
04:30 0 32 10 35
04:45 8 33 11 132 15 35 27 142 38 274
05:00 6 28 18 36
05:15 7 31 19 25
05:30 5 31 16 31
05:45 10 17 28 107 18 17 71 109 99 216
06:00 1 23 13 21
06:15 5 23 18 21
06:30 13 24 22 23
06:45 14 27 33 97 19 17 72 82 105 179
07:00 10 22 18 10
07:15 14 10 37 13
07:30 23 16 34 24
07:45 14 13 61 61 31 7 120 54 181 115
08:00 10 7 26 9
08:15 22 5 14 15
08:30 13 10 21 10
08:45 17 12 62 34 19 7 80 41 142 75
09:00 22 6 21 4
09:15 9 8 13 12
09:30 15 6 23 4
09:45 29 6 75 26 11 1 68 21 143 47
10:00 11 7 23 7
10:15 18 4 19 7
10:30 18 8 12 7
10:45 20 4 67 23 24 6 78 27 145 50
11:00 20 3 27 1
11:15 22 5 32 11
11:30 16 2 19 6
11:45 22 5 80 15 34 3 112 21 192 36
Total  434 897 434 897 660 988 660 988 1094 1885

Combined
Total

 1331 1331 1648 1648 2979

AM Peak - 10:30 - - - 07:15 - - - - -
Vol. - 80 - - - 128 - - - - -

P.H.F.  0.909    0.865      
PM Peak - - 02:45 - - - 02:30 - - - -

Vol. - - 153 - - - 167 - - - -
P.H.F.   0.765    0.835     

 
Percentag

e
 32.6% 67.4%   40.0% 60.0%     

ADT/AADT ADT 2,979 AADT 2,979
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City of Acton
Crown Valley Road
S/ Sierra Highway
24 Hour Directional Volume Count

 
 
 

ATNCRSSI
Site Code: 201-14476

 
 
 
 

Counts Unlimited, Inc
PO Box 1178

Corona, CA 92878
Phone: 951-268-6268

email: counts@countsunlimited.com

 
Start 18-Nov-14 Northbound Hour Totals Southbound Hour Totals Combined Totals
Time Tue Morning Afternoon Morning Afternoon Morning Afternoon Morning Afternoon Morning Afternoon

12:00 4 93 5 78
12:15 11 95 8 87
12:30 7 82 3 92
12:45 2 58 24 328 8 83 24 340 48 668
01:00 0 90 2 58
01:15 7 94 1 92
01:30 7 91 3 97
01:45 7 106 21 381 6 91 12 338 33 719
02:00 17 100 9 101
02:15 12 126 14 73
02:30 8 110 6 88
02:45 7 100 44 436 7 120 36 382 80 818
03:00 15 153 4 103
03:15 2 83 9 101
03:30 22 120 14 79
03:45 12 117 51 473 14 86 41 369 92 842
04:00 30 112 28 96
04:15 41 110 36 75
04:30 74 88 44 78
04:45 70 116 215 426 72 98 180 347 395 773
05:00 83 89 67 80
05:15 126 118 58 65
05:30 118 105 53 83
05:45 117 156 444 468 44 65 222 293 666 761
06:00 114 240 61 63
06:15 116 196 52 71
06:30 91 172 60 88
06:45 96 165 417 773 53 52 226 274 643 1047
07:00 116 151 88 48
07:15 118 94 106 36
07:30 133 99 162 38
07:45 111 52 478 396 88 22 444 144 922 540
08:00 96 45 97 31
08:15 120 38 86 37
08:30 75 40 89 35
08:45 101 34 392 157 92 30 364 133 756 290
09:00 107 53 92 20
09:15 104 34 72 31
09:30 74 24 83 26
09:45 74 36 359 147 88 11 335 88 694 235
10:00 98 27 74 25
10:15 76 22 74 15
10:30 105 16 96 21
10:45 77 15 356 80 67 11 311 72 667 152
11:00 88 14 83 10
11:15 70 13 85 16
11:30 96 6 60 10
11:45 89 10 343 43 87 7 315 43 658 86
Total  3144 4108 3144 4108 2510 2823 2510 2823 5654 6931

Combined
Total

 7252 7252 5333 5333 12585

AM Peak - 07:00 - - - 07:15 - - - - -
Vol. - 478 - - - 453 - - - - -

P.H.F.  0.898    0.699      
PM Peak - - 06:00 - - - 02:30 - - - -

Vol. - - 773 - - - 412 - - - -
P.H.F.   0.805    0.858     

 
Percentag

e
 43.4% 56.6%   47.1% 52.9%     

ADT/AADT ADT 12,585 AADT 12,585
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City of Acton
Sierra Highway
E/ Crown Valley Road
24 Hour Directional Volume Count

 
 
 

ATNSIECV
Site Code: 201-14476

 
 
 
 

Counts Unlimited, Inc
PO Box 1178

Corona, CA 92878
Phone: 951-268-6268

email: counts@countsunlimited.com

 
Start 18-Nov-14 Eastbound Hour Totals Westbound Hour Totals Combined Totals
Time Tue Morning Afternoon Morning Afternoon Morning Afternoon Morning Afternoon Morning Afternoon

12:00 5 36 4 36
12:15 2 17 1 26
12:30 0 19 1 24
12:45 1 27 8 99 1 29 7 115 15 214
01:00 1 31 3 22
01:15 0 22 0 39
01:30 1 20 0 34
01:45 2 27 4 100 1 35 4 130 8 230
02:00 0 37 0 45
02:15 0 36 4 32
02:30 1 39 0 43
02:45 0 72 1 184 2 30 6 150 7 334
03:00 0 53 0 40
03:15 2 58 2 37
03:30 2 71 3 34
03:45 1 51 5 233 4 23 9 134 14 367
04:00 1 61 9 37
04:15 1 61 23 22
04:30 2 66 19 24
04:45 1 99 5 287 86 22 137 105 142 392
05:00 7 88 159 38
05:15 14 95 85 37
05:30 17 86 77 30
05:45 7 130 45 399 76 23 397 128 442 527
06:00 5 245 100 28
06:15 12 272 84 25
06:30 12 183 62 46
06:45 5 229 34 929 63 23 309 122 343 1051
07:00 5 211 53 25
07:15 18 178 89 16
07:30 56 127 86 17
07:45 30 51 109 567 42 7 270 65 379 632
08:00 13 10 34 9
08:15 15 16 50 17
08:30 18 15 50 13
08:45 15 13 61 54 41 8 175 47 236 101
09:00 18 15 31 9
09:15 12 18 24 12
09:30 14 10 27 15
09:45 15 15 59 58 43 9 125 45 184 103
10:00 24 15 31 5
10:15 20 9 27 6
10:30 20 5 41 7
10:45 22 8 86 37 34 3 133 21 219 58
11:00 31 7 26 5
11:15 14 6 29 0
11:30 26 7 28 4
11:45 34 3 105 23 49 3 132 12 237 35
Total  522 2970 522 2970 1704 1074 1704 1074 2226 4044

Combined
Total

 3492 3492 2778 2778 6270

AM Peak - 07:15 - - - 04:45 - - - - -
Vol. - 117 - - - 407 - - - - -

P.H.F.  0.522    0.640      
PM Peak - - 06:00 - - - 01:45 - - - -

Vol. - - 929 - - - 155 - - - -
P.H.F.   0.854    0.861     

 
Percentag

e
 14.9% 85.1%   61.3% 38.7%     

ADT/AADT ADT 6,270 AADT 6,270
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Taco Bell Drive-Thru Stacking Survey
918 S. El Camino Real San Clemente
Cloudy
12/16/2014 12 - 1:00

Avail Stacking 3 2 3

Time Pick up/Order Board Order Board/DT Entrance Behind DT Entrance Total

11:51 0 2 0 2
11:52 1 1 0 2
11:53 1 1 0 2
11:54 1 2 0 3
11:56 0 2 0 2
11:57 1 1 0 2
11:58 2 0 0 2
11:59 1 1 0 2
11:59 1 0 0 1
12:01 0 0 0 0
12:02 0 1 0 1
12:03 1 0 0 1
12:04 0 0 0 0
12:08 0 1 0 1
12:09 1 1 0 2
12:10 1 2 0 3
12:10 2 1 0 3
12:11 1 1 0 2
12:11 1 2 0 3
12:12 0 2 1 3
12:12 1 2 0 3
12:13 2 1 0 3
12:14 1 1 0 2
12:14 1 2 0 3
12:15 2 1 0 3
12:15 2 2 0 4
12:16 2 1 0 3
12:17 1 2 0 3
12:17 2 1 0 3
12:18 1 1 0 2
12:20 1 1 0 2
12:21 2 0 0 2
12:22 1 0 0 1
12:23 0 1 0 1
12:24 0 2 0 2
12:24 0 2 1 3
12:25 1 2 0 3
12:25 2 2 0 4
12:26 1 2 1 4
12:27 2 2 0 4
12:27 1 2 0 3
12:28 2 1 0 3
12:30 3 0 0 3
12:30 2 0 0 2
12:31 2 1 0 3
12:31 2 2 0 4
12:32 3 1 0 4
12:34 3 0 0 3
12:36 2 0 0 2
12:36 2 1 0 3
12:37 1 1 0 2
12:39 1 0 0 1
12:40 1 1 0 2
12:41 1 0 0 1
12:43 1 1 0 2
12:43 1 0 0 1
12:44 0 0 0 0
12:44 0 1 0 1
12:45 1 0 0 1
12:46 0 0 0 0
12:48 0 2 0 2
12:49 1 1 0 2
12:50 1 0 0 1
12:51 0 0 0 0
12:54 0 1 0 1
12:55 1 0 0 1
12:55 1 1 0 2
12:56 1 0 0 1
12:57 1 1 0 2
12:57 1 2 1 4
12:57 1 2 0 3
12:58 2 2 0 4
12:59 1 1 0 2
1:00 2 2 0 4
1:01 2 1 0 3

Max 3 2 1 4
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APPENDIX C 
 

EXISTING (2014) CONDITIONS  
INTERSECTION ANALYSIS CALCULATION WORKSHEETS





EXAM                       Thu Dec 11, 2014 18:06:27                 Page 1-1   
--------------------------------------------------------------------------------
                    Acton Taco Bell TRAFFIC IMPACT ANALYSIS                     
                              Existing Conditions                               
                                 AM Peak Hour                                   
--------------------------------------------------------------------------------
                                Scenario Report                                 
Scenario:             EXAM

Command:              EXAM
Volume:               AM Peak Hour
Geometry:             Existing Geometry
Impact Fee:           Default Impact Fee
Trip Generation:      NONE
Trip Distribution:    Trip Dist
Paths:                Default Path
Routes:               Default Route
Configuration:        Peak Hour

  Traffix 8.0.0715 (c) 2008 Dowling Assoc. Licensed to Trames Solutions 

C-1



EXAM                       Thu Dec 11, 2014 18:06:27                 Page 2-1   
--------------------------------------------------------------------------------
                    Acton Taco Bell TRAFFIC IMPACT ANALYSIS                     
                              Existing Conditions                               
                                 AM Peak Hour                                   
--------------------------------------------------------------------------------
                      Level Of Service Computation Report                       
        ICU 1(Loss as Cycle Length %) Method (Base Volume Alternative)          
********************************************************************************
Intersection #1 Crown Valley/Sierra Hwy.                                        
********************************************************************************
Cycle (sec):         100                Critical Vol./Cap.(X):         0.467
Loss Time (sec):      10                Average Delay (sec/veh):      xxxxxx
Optimal Cycle:        32                Level Of Service:                  A
********************************************************************************
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Control:         Permitted        Permitted        Permitted        Permitted 
Rights:           Include          Include          Include          Include     
Min. Green:     0    0     0     0    0     0     0    0     0     0    0     0 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
Lanes:        1  0  1  0  1    1  0  1  0  1    1  0  2  0  1    1  0  0  1  0  
------------|---------------||---------------||---------------||---------------|
Volume Module:
Base Vol:     256   42   104    15   71    25    10   61   127   133  197    11 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:  256   42   104    15   71    25    10   61   127   133  197    11 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:   256   42   104    15   71    25    10   61   127   133  197    11 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:  256   42   104    15   71    25    10   61   127   133  197    11 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:  256   42   104    15   71    25    10   61   127   133  197    11 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1600 1600  1600  1600 1600  1600  1600 1600  1600  1600 1600  1600 
Adjustment:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Lanes:       1.00 1.00  1.00  1.00 1.00  1.00  1.00 2.00  1.00  1.00 0.95  0.05 
Final Sat.:  1600 1600  1600  1600 1600  1600  1600 3200  1600  1600 1515    85 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.16 0.03  0.07  0.01 0.04  0.02  0.01 0.02  0.08  0.08 0.13  0.13 
Crit Moves:  ****                  ****                   ****  ****           
********************************************************************************

  Traffix 8.0.0715 (c) 2008 Dowling Assoc. Licensed to Trames Solutions 
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EXAM                       Thu Dec 11, 2014 18:06:27                 Page 3-1   
--------------------------------------------------------------------------------
                    Acton Taco Bell TRAFFIC IMPACT ANALYSIS                     
                              Existing Conditions                               
                                 AM Peak Hour                                   
--------------------------------------------------------------------------------
                      Level Of Service Computation Report                       
        ICU 1(Loss as Cycle Length %) Method (Base Volume Alternative)          
********************************************************************************
Intersection #2 Crown Valley/SR-14 WB Ramps                                     
********************************************************************************
Cycle (sec):         100                Critical Vol./Cap.(X):         0.454
Loss Time (sec):      10                Average Delay (sec/veh):      xxxxxx
Optimal Cycle:        31                Level Of Service:                  A
********************************************************************************
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Control:         Permitted        Permitted        Permitted        Permitted 
Rights:           Include          Include          Include          Include     
Min. Green:     0    0     0     0    0     0     0    0     0     0    0     0 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
Lanes:        1  0  1  0  0    0  0  1  0  1    0  0  0  0  0    0  1  0  0  1  
------------|---------------||---------------||---------------||---------------|
Volume Module:
Base Vol:      99  206     0     0  267   161     0    0     0    69    0   200 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:   99  206     0     0  267   161     0    0     0    69    0   200 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:    99  206     0     0  267   161     0    0     0    69    0   200 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:   99  206     0     0  267   161     0    0     0    69    0   200 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:   99  206     0     0  267   161     0    0     0    69    0   200 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1600 1600  1600  1600 1600  1600  1600 1600  1600  1600 1600  1600 
Adjustment:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Lanes:       1.00 1.00  0.00  0.00 1.00  1.00  0.00 0.00  0.00  1.00 0.00  1.00 
Final Sat.:  1600 1600     0     0 1600  1600     0    0     0  1600    0  1600 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.06 0.13  0.00  0.00 0.17  0.10  0.00 0.00  0.00  0.04 0.00  0.13 
Crit Moves:  ****                  ****                                    ****
********************************************************************************
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--------------------------------------------------------------------------------
                    Acton Taco Bell TRAFFIC IMPACT ANALYSIS                     
                              Existing Conditions                               
                                 AM Peak Hour                                   
--------------------------------------------------------------------------------
                      Level Of Service Computation Report                       
           2000 HCM Unsignalized Method (Future Volume Alternative)             
********************************************************************************
Intersection #2 Crown Valley/SR-14 WB Ramps                                     
********************************************************************************
Average Delay (sec/veh):      4.2       Worst Case Level Of Service: B[ 12.4]
********************************************************************************
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Control:       Uncontrolled     Uncontrolled      Stop Sign        Stop Sign  
Rights:           Include          Include          Include          Include     
Lanes:        1  0  1  0  0    0  0  1  0  1    0  0  0  0  0    0  1  0  0  1  
------------|---------------||---------------||---------------||---------------|
Volume Module:
Base Vol:      99  206     0     0  267   161     0    0     0    69    0   200 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:   99  206     0     0  267   161     0    0     0    69    0   200 
Added Vol:      0    0     0     0    0     0     0    0     0     0    0     0 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:   99  206     0     0  267   161     0    0     0    69    0   200 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:    99  206     0     0  267   161     0    0     0    69    0   200 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
FinalVolume:   99  206     0     0  267   161     0    0     0    69    0   200 
------------|---------------||---------------||---------------||---------------|
Critical Gap Module:
Critical Gp:  4.1 xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx xxxxx   6.4  6.5   6.2 
FollowUpTim:  2.2 xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx xxxxx   3.5  4.0   3.3 
------------|---------------||---------------||---------------||---------------|
Capacity Module:
Cnflict Vol:  428 xxxx xxxxx  xxxx xxxx xxxxx  xxxx xxxx xxxxx   752  832   206 
Potent Cap.: 1142 xxxx xxxxx  xxxx xxxx xxxxx  xxxx xxxx xxxxx   381  307   840 
Move Cap.:   1142 xxxx xxxxx  xxxx xxxx xxxxx  xxxx xxxx xxxxx   356  280   840 
Volume/Cap:  0.09 xxxx  xxxx  xxxx xxxx  xxxx  xxxx xxxx  xxxx  0.19 0.00  0.24 
------------|---------------||---------------||---------------||---------------|
Level Of Service Module:
2Way95thQ:    0.3 xxxx xxxxx  xxxx xxxx xxxxx  xxxx xxxx xxxxx  xxxx xxxx   0.9 
Control Del:  8.5 xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx  10.6 
LOS by Move:    A    *     *     *    *     *     *    *     *     *    *     B 
Movement:     LT - LTR - RT    LT - LTR - RT    LT - LTR - RT    LT - LTR - RT  
Shared Cap.: xxxx xxxx xxxxx  xxxx xxxx xxxxx  xxxx xxxx xxxxx   356 xxxx xxxxx 
SharedQueue:xxxxx xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx xxxxx   0.7 xxxx xxxxx 
Shrd ConDel:xxxxx xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx xxxxx  17.5 xxxx xxxxx 
Shared LOS:     *    *     *     *    *     *     *    *     *     C    *     * 
ApproachDel:    xxxxxx           xxxxxx           xxxxxx             12.4
ApproachLOS:         *                *                *                B       
********************************************************************************
Note: Queue reported is the number of cars per lane.
********************************************************************************
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--------------------------------------------------------------------------------
                    Acton Taco Bell TRAFFIC IMPACT ANALYSIS                     
                              Existing Conditions                               
                                 AM Peak Hour                                   
--------------------------------------------------------------------------------
                      Level Of Service Computation Report                       
        ICU 1(Loss as Cycle Length %) Method (Base Volume Alternative)          
********************************************************************************
Intersection #3 Crown Valley/SR-14 EB Ramps                                     
********************************************************************************
Cycle (sec):         100                Critical Vol./Cap.(X):         0.431
Loss Time (sec):      10                Average Delay (sec/veh):      xxxxxx
Optimal Cycle:        30                Level Of Service:                  A
********************************************************************************
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Control:         Permitted        Permitted        Permitted        Permitted 
Rights:           Include          Include          Include          Include     
Min. Green:     0    0     0     0    0     0     0    0     0     0    0     0 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
Lanes:        0  0  0  1  0    1  0  1  0  0    1  0  0  1  0    0  0  0  0  0  
------------|---------------||---------------||---------------||---------------|
Volume Module:
Base Vol:       0  243    94    89  252     0    63    1   103     0    0     0 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:    0  243    94    89  252     0    63    1   103     0    0     0 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:     0  243    94    89  252     0    63    1   103     0    0     0 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:    0  243    94    89  252     0    63    1   103     0    0     0 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:    0  243    94    89  252     0    63    1   103     0    0     0 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1600 1600  1600  1600 1600  1600  1600 1600  1600  1600 1600  1600 
Adjustment:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Lanes:       0.00 0.72  0.28  1.00 1.00  0.00  1.00 0.01  0.99  0.00 0.00  0.00 
Final Sat.:     0 1154   446  1600 1600     0  1600   15  1585     0    0     0 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.00 0.21  0.21  0.06 0.16  0.00  0.04 0.06  0.07  0.00 0.00  0.00 
Crit Moves:       ****        ****                        ****                 
********************************************************************************
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--------------------------------------------------------------------------------
                    Acton Taco Bell TRAFFIC IMPACT ANALYSIS                     
                              Existing Conditions                               
                                 AM Peak Hour                                   
--------------------------------------------------------------------------------
                      Level Of Service Computation Report                       
           2000 HCM Unsignalized Method (Future Volume Alternative)             
********************************************************************************
Intersection #3 Crown Valley/SR-14 EB Ramps                                     
********************************************************************************
Average Delay (sec/veh):      3.4       Worst Case Level Of Service: B[ 12.7]
********************************************************************************
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Control:       Uncontrolled     Uncontrolled      Stop Sign        Stop Sign  
Rights:           Include          Include          Include          Include     
Lanes:        0  0  0  1  0    1  0  1  0  0    1  0  0  1  0    0  0  0  0  0  
------------|---------------||---------------||---------------||---------------|
Volume Module:
Base Vol:       0  243    94    89  252     0    63    1   103     0    0     0 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:    0  243    94    89  252     0    63    1   103     0    0     0 
Added Vol:      0    0     0     0    0     0     0    0     0     0    0     0 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:    0  243    94    89  252     0    63    1   103     0    0     0 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:     0  243    94    89  252     0    63    1   103     0    0     0 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
FinalVolume:    0  243    94    89  252     0    63    1   103     0    0     0 
------------|---------------||---------------||---------------||---------------|
Critical Gap Module:
Critical Gp:xxxxx xxxx xxxxx   4.1 xxxx xxxxx   6.4  6.5   6.2 xxxxx xxxx xxxxx 
FollowUpTim:xxxxx xxxx xxxxx   2.2 xxxx xxxxx   3.5  4.0   3.3 xxxxx xxxx xxxxx 
------------|---------------||---------------||---------------||---------------|
Capacity Module:
Cnflict Vol: xxxx xxxx xxxxx   337 xxxx xxxxx   720  767   252  xxxx xxxx xxxxx 
Potent Cap.: xxxx xxxx xxxxx  1234 xxxx xxxxx   398  335   792  xxxx xxxx xxxxx 
Move Cap.:   xxxx xxxx xxxxx  1234 xxxx xxxxx   376  311   792  xxxx xxxx xxxxx 
Volume/Cap:  xxxx xxxx  xxxx  0.07 xxxx  xxxx  0.17 0.00  0.13  xxxx xxxx  xxxx 
------------|---------------||---------------||---------------||---------------|
Level Of Service Module:
2Way95thQ:   xxxx xxxx xxxxx   0.2 xxxx xxxxx   0.6 xxxx xxxxx  xxxx xxxx xxxxx 
Control Del:xxxxx xxxx xxxxx   8.1 xxxx xxxxx  16.5 xxxx xxxxx xxxxx xxxx xxxxx 
LOS by Move:    *    *     *     A    *     *     C    *     *     *    *     * 
Movement:     LT - LTR - RT    LT - LTR - RT    LT - LTR - RT    LT - LTR - RT  
Shared Cap.: xxxx xxxx xxxxx  xxxx xxxx xxxxx  xxxx xxxx   780  xxxx xxxx xxxxx 
SharedQueue:xxxxx xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx   0.5 xxxxx xxxx xxxxx 
Shrd ConDel:xxxxx xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx  10.3 xxxxx xxxx xxxxx 
Shared LOS:     *    *     *     *    *     *     *    *     B     *    *     * 
ApproachDel:    xxxxxx           xxxxxx             12.7           xxxxxx
ApproachLOS:         *                *                B                *       
********************************************************************************
Note: Queue reported is the number of cars per lane.
********************************************************************************
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--------------------------------------------------------------------------------
                    Acton Taco Bell TRAFFIC IMPACT ANALYSIS                     
                              Existing Conditions                               
                                 AM Peak Hour                                   
--------------------------------------------------------------------------------
                      Level Of Service Computation Report                       
        ICU 1(Loss as Cycle Length %) Method (Base Volume Alternative)          
********************************************************************************
Intersection #4 Crown Valley/Antelope Woods Rd.                                 
********************************************************************************
Cycle (sec):         100                Critical Vol./Cap.(X):         0.433
Loss Time (sec):      10                Average Delay (sec/veh):      xxxxxx
Optimal Cycle:        30                Level Of Service:                  A
********************************************************************************
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Control:         Permitted        Permitted        Permitted        Permitted 
Rights:           Include          Include          Include          Include     
Min. Green:     0    0     0     0    0     0     0    0     0     0    0     0 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
Lanes:        1  0  0  1  0    1  0  0  1  0    0  0  1! 0  0    0  1  0  0  1  
------------|---------------||---------------||---------------||---------------|
Volume Module:
Base Vol:       0  119    73   210  140     1     0    0     0    57    4   131 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:    0  119    73   210  140     1     0    0     0    57    4   131 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:     0  119    73   210  140     1     0    0     0    57    4   131 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:    0  119    73   210  140     1     0    0     0    57    4   131 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:    0  119    73   210  140     1     0    0     0    57    4   131 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1600 1600  1600  1600 1600  1600  1600 1600  1600  1600 1600  1600 
Adjustment:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Lanes:       1.00 0.62  0.38  1.00 0.99  0.01  0.00 1.00  0.00  0.93 0.07  1.00 
Final Sat.:  1600  992   608  1600 1589    11     0 1600     0  1495  105  1600 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.00 0.12  0.12  0.13 0.09  0.09  0.00 0.00  0.00  0.04 0.04  0.08 
Crit Moves:       ****        ****                                         ****
********************************************************************************
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--------------------------------------------------------------------------------
                    Acton Taco Bell TRAFFIC IMPACT ANALYSIS                     
                              Existing Conditions                               
                                 AM Peak Hour                                   
--------------------------------------------------------------------------------
                      Level Of Service Computation Report                       
        ICU 1(Loss as Cycle Length %) Method (Base Volume Alternative)          
********************************************************************************
Intersection #5 Driveway/Sierra Hwy.                                            
********************************************************************************
Cycle (sec):         100                Critical Vol./Cap.(X):         0.316
Loss Time (sec):      10                Average Delay (sec/veh):      xxxxxx
Optimal Cycle:        25                Level Of Service:                  A
********************************************************************************
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Control:         Permitted        Permitted        Permitted        Permitted 
Rights:           Include          Include          Include          Include     
Min. Green:     0    0     0     0    0     0     0    0     0     0    0     0 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
Lanes:        0  0  1! 0  0    0  0  1! 0  0    0  0  0  1  0    1  0  0  1  0  
------------|---------------||---------------||---------------||---------------|
Volume Module:
Base Vol:      79    0    10     0    0     0     0   99    87    12  256     0 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:   79    0    10     0    0     0     0   99    87    12  256     0 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:    79    0    10     0    0     0     0   99    87    12  256     0 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:   79    0    10     0    0     0     0   99    87    12  256     0 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:   79    0    10     0    0     0     0   99    87    12  256     0 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1600 1600  1600  1600 1600  1600  1600 1600  1600  1600 1600  1600 
Adjustment:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Lanes:       0.89 0.00  0.11  0.00 1.00  0.00  0.00 0.53  0.47  1.00 1.00  0.00 
Final Sat.:  1420    0   180     0 1600     0     0  852   748  1600 1600     0 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.05 0.00  0.06  0.00 0.00  0.00  0.00 0.12  0.12  0.01 0.16  0.00 
Crit Moves:             ****                   ****                  ****      
********************************************************************************
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--------------------------------------------------------------------------------
                    Acton Taco Bell TRAFFIC IMPACT ANALYSIS                     
                              Existing Conditions                               
                                 PM Peak Hour                                   
--------------------------------------------------------------------------------
                                Scenario Report                                 
Scenario:             EXPM

Command:              EXPM
Volume:               PM Peak Hour
Geometry:             Existing Geometry
Impact Fee:           Default Impact Fee
Trip Generation:      NONE
Trip Distribution:    Trip Dist
Paths:                Default Path
Routes:               Default Route
Configuration:        Peak Hour

  Traffix 8.0.0715 (c) 2008 Dowling Assoc. Licensed to Trames Solutions 
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--------------------------------------------------------------------------------
                    Acton Taco Bell TRAFFIC IMPACT ANALYSIS                     
                              Existing Conditions                               
                                 PM Peak Hour                                   
--------------------------------------------------------------------------------
                      Level Of Service Computation Report                       
        ICU 1(Loss as Cycle Length %) Method (Base Volume Alternative)          
********************************************************************************
Intersection #1 Crown Valley/Sierra Hwy.                                        
********************************************************************************
Cycle (sec):         100                Critical Vol./Cap.(X):         0.374
Loss Time (sec):      10                Average Delay (sec/veh):      xxxxxx
Optimal Cycle:        28                Level Of Service:                  A
********************************************************************************
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Control:         Permitted        Permitted        Permitted        Permitted 
Rights:           Include          Include          Include          Include     
Min. Green:     0    0     0     0    0     0     0    0     0     0    0     0 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
Lanes:        1  0  1  0  1    1  0  1  0  1    1  0  2  0  1    1  0  0  1  0  
------------|---------------||---------------||---------------||---------------|
Volume Module:
Base Vol:     157   85   114    33   72    17    24  268   100    76   62    19 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:  157   85   114    33   72    17    24  268   100    76   62    19 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:   157   85   114    33   72    17    24  268   100    76   62    19 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:  157   85   114    33   72    17    24  268   100    76   62    19 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:  157   85   114    33   72    17    24  268   100    76   62    19 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1600 1600  1600  1600 1600  1600  1600 1600  1600  1600 1600  1600 
Adjustment:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Lanes:       1.00 1.00  1.00  1.00 1.00  1.00  1.00 2.00  1.00  1.00 0.77  0.23 
Final Sat.:  1600 1600  1600  1600 1600  1600  1600 3200  1600  1600 1225   375 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.10 0.05  0.07  0.02 0.05  0.01  0.02 0.08  0.06  0.05 0.05  0.05 
Crit Moves:  ****                  ****             ****        ****           
********************************************************************************
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--------------------------------------------------------------------------------
                    Acton Taco Bell TRAFFIC IMPACT ANALYSIS                     
                              Existing Conditions                               
                                 PM Peak Hour                                   
--------------------------------------------------------------------------------
                      Level Of Service Computation Report                       
        ICU 1(Loss as Cycle Length %) Method (Base Volume Alternative)          
********************************************************************************
Intersection #2 Crown Valley/SR-14 WB Ramps                                     
********************************************************************************
Cycle (sec):         100                Critical Vol./Cap.(X):         0.348
Loss Time (sec):      10                Average Delay (sec/veh):      xxxxxx
Optimal Cycle:        27                Level Of Service:                  A
********************************************************************************
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Control:         Permitted        Permitted        Permitted        Permitted 
Rights:           Include          Include          Include          Include     
Min. Green:     0    0     0     0    0     0     0    0     0     0    0     0 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
Lanes:        1  0  1  0  0    0  0  1  0  1    0  0  0  0  0    0  1  0  0  1  
------------|---------------||---------------||---------------||---------------|
Volume Module:
Base Vol:      63  265     0     0  226   102     0    0     0    49    0   108 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:   63  265     0     0  226   102     0    0     0    49    0   108 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:    63  265     0     0  226   102     0    0     0    49    0   108 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:   63  265     0     0  226   102     0    0     0    49    0   108 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:   63  265     0     0  226   102     0    0     0    49    0   108 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1600 1600  1600  1600 1600  1600  1600 1600  1600  1600 1600  1600 
Adjustment:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Lanes:       1.00 1.00  0.00  0.00 1.00  1.00  0.00 0.00  0.00  1.00 0.00  1.00 
Final Sat.:  1600 1600     0     0 1600  1600     0    0     0  1600    0  1600 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.04 0.17  0.00  0.00 0.14  0.06  0.00 0.00  0.00  0.03 0.00  0.07 
Crit Moves:  ****                  ****                                    ****
********************************************************************************

  Traffix 8.0.0715 (c) 2008 Dowling Assoc. Licensed to Trames Solutions 
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MITIG8 - EXPM              Thu Dec 11, 2014 17:52:47                 Page 1-1   
--------------------------------------------------------------------------------
                    Acton Taco Bell TRAFFIC IMPACT ANALYSIS                     
                              Existing Conditions                               
                                 PM Peak Hour                                   
--------------------------------------------------------------------------------
                      Level Of Service Computation Report                       
           2000 HCM Unsignalized Method (Future Volume Alternative)             
********************************************************************************
Intersection #2 Crown Valley/SR-14 WB Ramps                                     
********************************************************************************
Average Delay (sec/veh):      2.9       Worst Case Level Of Service: B[ 11.8]
********************************************************************************
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Control:       Uncontrolled     Uncontrolled      Stop Sign        Stop Sign  
Rights:           Include          Include          Include          Include     
Lanes:        1  0  1  0  0    0  0  1  0  1    0  0  0  0  0    0  1  0  0  1  
------------|---------------||---------------||---------------||---------------|
Volume Module:
Base Vol:      63  265     0     0  226   102     0    0     0    49    0   108 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:   63  265     0     0  226   102     0    0     0    49    0   108 
Added Vol:      0    0     0     0    0     0     0    0     0     0    0     0 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:   63  265     0     0  226   102     0    0     0    49    0   108 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:    63  265     0     0  226   102     0    0     0    49    0   108 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
FinalVolume:   63  265     0     0  226   102     0    0     0    49    0   108 
------------|---------------||---------------||---------------||---------------|
Critical Gap Module:
Critical Gp:  4.1 xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx xxxxx   6.4  6.5   6.2 
FollowUpTim:  2.2 xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx xxxxx   3.5  4.0   3.3 
------------|---------------||---------------||---------------||---------------|
Capacity Module:
Cnflict Vol:  328 xxxx xxxxx  xxxx xxxx xxxxx  xxxx xxxx xxxxx   668  719   265 
Potent Cap.: 1243 xxxx xxxxx  xxxx xxxx xxxxx  xxxx xxxx xxxxx   426  357   779 
Move Cap.:   1243 xxxx xxxxx  xxxx xxxx xxxxx  xxxx xxxx xxxxx   410  339   779 
Volume/Cap:  0.05 xxxx  xxxx  xxxx xxxx  xxxx  xxxx xxxx  xxxx  0.12 0.00  0.14 
------------|---------------||---------------||---------------||---------------|
Level Of Service Module:
2Way95thQ:    0.2 xxxx xxxxx  xxxx xxxx xxxxx  xxxx xxxx xxxxx  xxxx xxxx   0.5 
Control Del:  8.1 xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx  10.4 
LOS by Move:    A    *     *     *    *     *     *    *     *     *    *     B 
Movement:     LT - LTR - RT    LT - LTR - RT    LT - LTR - RT    LT - LTR - RT  
Shared Cap.: xxxx xxxx xxxxx  xxxx xxxx xxxxx  xxxx xxxx xxxxx   410 xxxx xxxxx 
SharedQueue:xxxxx xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx xxxxx   0.4 xxxx xxxxx 
Shrd ConDel:xxxxx xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx xxxxx  15.0 xxxx xxxxx 
Shared LOS:     *    *     *     *    *     *     *    *     *     B    *     * 
ApproachDel:    xxxxxx           xxxxxx           xxxxxx             11.8
ApproachLOS:         *                *                *                B       
********************************************************************************
Note: Queue reported is the number of cars per lane.
********************************************************************************

  Traffix 8.0.0715 (c) 2008 Dowling Assoc. Licensed to Trames Solutions 
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EXPM                       Thu Dec 11, 2014 18:07:18                 Page 4-1   
--------------------------------------------------------------------------------
                    Acton Taco Bell TRAFFIC IMPACT ANALYSIS                     
                              Existing Conditions                               
                                 PM Peak Hour                                   
--------------------------------------------------------------------------------
                      Level Of Service Computation Report                       
        ICU 1(Loss as Cycle Length %) Method (Base Volume Alternative)          
********************************************************************************
Intersection #3 Crown Valley/SR-14 EB Ramps                                     
********************************************************************************
Cycle (sec):         100                Critical Vol./Cap.(X):         0.451
Loss Time (sec):      10                Average Delay (sec/veh):      xxxxxx
Optimal Cycle:        31                Level Of Service:                  A
********************************************************************************
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Control:         Permitted        Permitted        Permitted        Permitted 
Rights:           Include          Include          Include          Include     
Min. Green:     0    0     0     0    0     0     0    0     0     0    0     0 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
Lanes:        0  0  0  1  0    1  0  1  0  0    1  0  0  1  0    0  0  0  0  0  
------------|---------------||---------------||---------------||---------------|
Volume Module:
Base Vol:       0  194   113   116  161     0   132    3   135     0    0     0 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:    0  194   113   116  161     0   132    3   135     0    0     0 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:     0  194   113   116  161     0   132    3   135     0    0     0 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:    0  194   113   116  161     0   132    3   135     0    0     0 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:    0  194   113   116  161     0   132    3   135     0    0     0 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1600 1600  1600  1600 1600  1600  1600 1600  1600  1600 1600  1600 
Adjustment:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Lanes:       0.00 0.63  0.37  1.00 1.00  0.00  1.00 0.02  0.98  0.00 0.00  0.00 
Final Sat.:     0 1011   589  1600 1600     0  1600   35  1565     0    0     0 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.00 0.19  0.19  0.07 0.10  0.00  0.08 0.09  0.09  0.00 0.00  0.00 
Crit Moves:       ****        ****                  ****                       
********************************************************************************
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MITIG8 - EXPM              Thu Dec 11, 2014 17:53:16                 Page 1-1   
--------------------------------------------------------------------------------
                    Acton Taco Bell TRAFFIC IMPACT ANALYSIS                     
                              Existing Conditions                               
                                 PM Peak Hour                                   
--------------------------------------------------------------------------------
                      Level Of Service Computation Report                       
           2000 HCM Unsignalized Method (Future Volume Alternative)             
********************************************************************************
Intersection #3 Crown Valley/SR-14 EB Ramps                                     
********************************************************************************
Average Delay (sec/veh):      5.5       Worst Case Level Of Service: B[ 13.9]
********************************************************************************
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Control:       Uncontrolled     Uncontrolled      Stop Sign        Stop Sign  
Rights:           Include          Include          Include          Include     
Lanes:        0  0  0  1  0    1  0  1  0  0    1  0  0  1  0    0  0  0  0  0  
------------|---------------||---------------||---------------||---------------|
Volume Module:
Base Vol:       0  194   113   116  161     0   132    3   135     0    0     0 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:    0  194   113   116  161     0   132    3   135     0    0     0 
Added Vol:      0    0     0     0    0     0     0    0     0     0    0     0 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:    0  194   113   116  161     0   132    3   135     0    0     0 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:     0  194   113   116  161     0   132    3   135     0    0     0 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
FinalVolume:    0  194   113   116  161     0   132    3   135     0    0     0 
------------|---------------||---------------||---------------||---------------|
Critical Gap Module:
Critical Gp:xxxxx xxxx xxxxx   4.1 xxxx xxxxx   6.4  6.5   6.2 xxxxx xxxx xxxxx 
FollowUpTim:xxxxx xxxx xxxxx   2.2 xxxx xxxxx   3.5  4.0   3.3 xxxxx xxxx xxxxx 
------------|---------------||---------------||---------------||---------------|
Capacity Module:
Cnflict Vol: xxxx xxxx xxxxx   307 xxxx xxxxx   644  700   161  xxxx xxxx xxxxx 
Potent Cap.: xxxx xxxx xxxxx  1265 xxxx xxxxx   441  366   889  xxxx xxxx xxxxx 
Move Cap.:   xxxx xxxx xxxxx  1265 xxxx xxxxx   410  332   889  xxxx xxxx xxxxx 
Volume/Cap:  xxxx xxxx  xxxx  0.09 xxxx  xxxx  0.32 0.01  0.15  xxxx xxxx  xxxx 
------------|---------------||---------------||---------------||---------------|
Level Of Service Module:
2Way95thQ:   xxxx xxxx xxxxx   0.3 xxxx xxxxx   1.4 xxxx xxxxx  xxxx xxxx xxxxx 
Control Del:xxxxx xxxx xxxxx   8.1 xxxx xxxxx  17.9 xxxx xxxxx xxxxx xxxx xxxxx 
LOS by Move:    *    *     *     A    *     *     C    *     *     *    *     * 
Movement:     LT - LTR - RT    LT - LTR - RT    LT - LTR - RT    LT - LTR - RT  
Shared Cap.: xxxx xxxx xxxxx  xxxx xxxx xxxxx  xxxx xxxx   858  xxxx xxxx xxxxx 
SharedQueue:xxxxx xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx   0.6 xxxxx xxxx xxxxx 
Shrd ConDel:xxxxx xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx  10.0 xxxxx xxxx xxxxx 
Shared LOS:     *    *     *     *    *     *     *    *     A     *    *     * 
ApproachDel:    xxxxxx           xxxxxx             13.9           xxxxxx
ApproachLOS:         *                *                B                *       
********************************************************************************
Note: Queue reported is the number of cars per lane.
********************************************************************************
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EXPM                       Thu Dec 11, 2014 18:07:18                 Page 5-1   
--------------------------------------------------------------------------------
                    Acton Taco Bell TRAFFIC IMPACT ANALYSIS                     
                              Existing Conditions                               
                                 PM Peak Hour                                   
--------------------------------------------------------------------------------
                      Level Of Service Computation Report                       
        ICU 1(Loss as Cycle Length %) Method (Base Volume Alternative)          
********************************************************************************
Intersection #4 Crown Valley/Antelope Woods Rd.                                 
********************************************************************************
Cycle (sec):         100                Critical Vol./Cap.(X):         0.304
Loss Time (sec):      10                Average Delay (sec/veh):      xxxxxx
Optimal Cycle:        25                Level Of Service:                  A
********************************************************************************
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Control:         Permitted        Permitted        Permitted        Permitted 
Rights:           Include          Include          Include          Include     
Min. Green:     0    0     0     0    0     0     0    0     0     0    0     0 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
Lanes:        1  0  0  1  0    1  0  0  1  0    1  0  0  0  0    0  1  0  0  1  
------------|---------------||---------------||---------------||---------------|
Volume Module:
Base Vol:       0  191    18    77  186    10     2    0     0     9    0    39 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:    0  191    18    77  186    10     2    0     0     9    0    39 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:     0  191    18    77  186    10     2    0     0     9    0    39 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:    0  191    18    77  186    10     2    0     0     9    0    39 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:    0  191    18    77  186    10     2    0     0     9    0    39 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1600 1600  1600  1600 1600  1600  1600 1600  1600  1600 1600  1600 
Adjustment:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Lanes:       1.00 0.91  0.09  1.00 0.95  0.05  1.00 0.00  0.00  1.00 0.00  1.00 
Final Sat.:  1600 1462   138  1600 1518    82  1600    0     0  1600    0  1600 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.00 0.13  0.13  0.05 0.12  0.12  0.00 0.00  0.00  0.01 0.00  0.02 
Crit Moves:       ****        ****             ****                        ****
********************************************************************************
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--------------------------------------------------------------------------------
                    Acton Taco Bell TRAFFIC IMPACT ANALYSIS                     
                              Existing Conditions                               
                                 PM Peak Hour                                   
--------------------------------------------------------------------------------
                      Level Of Service Computation Report                       
        ICU 1(Loss as Cycle Length %) Method (Base Volume Alternative)          
********************************************************************************
Intersection #5 Driveway/Sierra Hwy.                                            
********************************************************************************
Cycle (sec):         100                Critical Vol./Cap.(X):         0.415
Loss Time (sec):      10                Average Delay (sec/veh):      xxxxxx
Optimal Cycle:        29                Level Of Service:                  A
********************************************************************************
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Control:         Permitted        Permitted        Permitted        Permitted 
Rights:           Include          Include          Include          Include     
Min. Green:     0    0     0     0    0     0     0    0     0     0    0     0 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
Lanes:        0  0  1! 0  0    0  0  1! 0  0    0  0  0  1  0    1  0  0  1  0  
------------|---------------||---------------||---------------||---------------|
Volume Module:
Base Vol:      29    0    12     0    0     0     0  388    68     7  117     0 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:   29    0    12     0    0     0     0  388    68     7  117     0 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:    29    0    12     0    0     0     0  388    68     7  117     0 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:   29    0    12     0    0     0     0  388    68     7  117     0 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:   29    0    12     0    0     0     0  388    68     7  117     0 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1600 1600  1600  1600 1600  1600  1600 1600  1600  1600 1600  1600 
Adjustment:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Lanes:       0.71 0.00  0.29  0.00 1.00  0.00  0.00 0.85  0.15  1.00 1.00  0.00 
Final Sat.:  1132    0   468     0 1600     0     0 1361   239  1600 1600     0 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.02 0.00  0.03  0.00 0.00  0.00  0.00 0.28  0.29  0.00 0.07  0.00 
Crit Moves:             ****                              ****  ****           
********************************************************************************
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E+P AM                     Thu Dec 11, 2014 17:16:15                 Page 1-1   
--------------------------------------------------------------------------------
                    Acton Taco Bell TRAFFIC IMPACT ANALYSIS                     
                              Existing + Project                                
                                 AM Peak Hour                                   
--------------------------------------------------------------------------------
                                Scenario Report                                 
Scenario:             E+P AM

Command:              E+P AM
Volume:               AM Peak Hour
Geometry:             Existing Geometry
Impact Fee:           Default Impact Fee
Trip Generation:      AM Trip Gen ( P )
Trip Distribution:    Trip Dist
Paths:                Default Path
Routes:               Default Route
Configuration:        Peak Hour
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E+P AM                     Thu Dec 11, 2014 17:16:15                 Page 2-1   
--------------------------------------------------------------------------------
                    Acton Taco Bell TRAFFIC IMPACT ANALYSIS                     
                              Existing + Project                                
                                 AM Peak Hour                                   
--------------------------------------------------------------------------------
                      Level Of Service Computation Report                       
       ICU 1(Loss as Cycle Length %) Method (Future Volume Alternative)         
********************************************************************************
Intersection #1 Crown Valley/Sierra Hwy.                                        
********************************************************************************
Cycle (sec):         100                Critical Vol./Cap.(X):         0.488
Loss Time (sec):      10                Average Delay (sec/veh):      xxxxxx
Optimal Cycle:        33                Level Of Service:                  A
********************************************************************************
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Control:         Permitted        Permitted        Permitted        Permitted 
Rights:           Include          Include          Include          Include     
Min. Green:     0    0     0     0    0     0     0    0     0     0    0     0 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
Lanes:        1  0  1  0  1    1  0  1  0  1    1  0  2  0  1    1  0  0  1  0  
------------|---------------||---------------||---------------||---------------|
Volume Module:
Base Vol:     256   42   104    15   71    25    10   61   127   133  197    11 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:  256   42   104    15   71    25    10   61   127   133  197    11 
Added Vol:      0    2    34     0    2     0     0    2     0    32    2     0 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:  256   44   138    15   73    25    10   63   127   165  199    11 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:   256   44   138    15   73    25    10   63   127   165  199    11 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:  256   44   138    15   73    25    10   63   127   165  199    11 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:  256   44   138    15   73    25    10   63   127   165  199    11 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1600 1600  1600  1600 1600  1600  1600 1600  1600  1600 1600  1600 
Adjustment:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Lanes:       1.00 1.00  1.00  1.00 1.00  1.00  1.00 2.00  1.00  1.00 0.95  0.05 
Final Sat.:  1600 1600  1600  1600 1600  1600  1600 3200  1600  1600 1516    84 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.16 0.03  0.09  0.01 0.05  0.02  0.01 0.02  0.08  0.10 0.13  0.13 
Crit Moves:  ****                  ****                   ****  ****           
********************************************************************************
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--------------------------------------------------------------------------------
                    Acton Taco Bell TRAFFIC IMPACT ANALYSIS                     
                              Existing + Project                                
                                 AM Peak Hour                                   
--------------------------------------------------------------------------------
                      Level Of Service Computation Report                       
       ICU 1(Loss as Cycle Length %) Method (Future Volume Alternative)         
********************************************************************************
Intersection #2 Crown Valley/SR-14 WB Ramps                                     
********************************************************************************
Cycle (sec):         100                Critical Vol./Cap.(X):         0.476
Loss Time (sec):      10                Average Delay (sec/veh):      xxxxxx
Optimal Cycle:        32                Level Of Service:                  A
********************************************************************************
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Control:         Permitted        Permitted        Permitted        Permitted 
Rights:           Include          Include          Include          Include     
Min. Green:     0    0     0     0    0     0     0    0     0     0    0     0 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
Lanes:        1  0  1  0  0    0  0  1  0  1    0  0  0  0  0    0  1  0  0  1  
------------|---------------||---------------||---------------||---------------|
Volume Module:
Base Vol:      99  206     0     0  267   161     0    0     0    69    0   200 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:   99  206     0     0  267   161     0    0     0    69    0   200 
Added Vol:      0   19     0     0   18    16     0    0     0     0    0    17 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:   99  225     0     0  285   177     0    0     0    69    0   217 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:    99  225     0     0  285   177     0    0     0    69    0   217 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:   99  225     0     0  285   177     0    0     0    69    0   217 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:   99  225     0     0  285   177     0    0     0    69    0   217 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1600 1600  1600  1600 1600  1600  1600 1600  1600  1600 1600  1600 
Adjustment:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Lanes:       1.00 1.00  0.00  0.00 1.00  1.00  0.00 0.00  0.00  1.00 0.00  1.00 
Final Sat.:  1600 1600     0     0 1600  1600     0    0     0  1600    0  1600 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.06 0.14  0.00  0.00 0.18  0.11  0.00 0.00  0.00  0.04 0.00  0.14 
Crit Moves:  ****                  ****                                    ****
********************************************************************************
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--------------------------------------------------------------------------------
                    Acton Taco Bell TRAFFIC IMPACT ANALYSIS                     
                              Existing + Project                                
                                 AM Peak Hour                                   
--------------------------------------------------------------------------------
                      Level Of Service Computation Report                       
           2000 HCM Unsignalized Method (Future Volume Alternative)             
********************************************************************************
Intersection #2 Crown Valley/SR-14 WB Ramps                                     
********************************************************************************
Average Delay (sec/veh):      4.2       Worst Case Level Of Service: B[ 12.8]
********************************************************************************
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Control:       Uncontrolled     Uncontrolled      Stop Sign        Stop Sign  
Rights:           Include          Include          Include          Include     
Lanes:        1  0  1  0  0    0  0  1  0  1    0  0  0  0  0    0  1  0  0  1  
------------|---------------||---------------||---------------||---------------|
Volume Module:
Base Vol:      99  206     0     0  267   161     0    0     0    69    0   200 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:   99  206     0     0  267   161     0    0     0    69    0   200 
Added Vol:      0   19     0     0   18    16     0    0     0     0    0    17 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:   99  225     0     0  285   177     0    0     0    69    0   217 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:    99  225     0     0  285   177     0    0     0    69    0   217 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
FinalVolume:   99  225     0     0  285   177     0    0     0    69    0   217 
------------|---------------||---------------||---------------||---------------|
Critical Gap Module:
Critical Gp:  4.1 xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx xxxxx   6.4  6.5   6.2 
FollowUpTim:  2.2 xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx xxxxx   3.5  4.0   3.3 
------------|---------------||---------------||---------------||---------------|
Capacity Module:
Cnflict Vol:  462 xxxx xxxxx  xxxx xxxx xxxxx  xxxx xxxx xxxxx   797  885   225 
Potent Cap.: 1110 xxxx xxxxx  xxxx xxxx xxxxx  xxxx xxxx xxxxx   359  286   819 
Move Cap.:   1110 xxxx xxxxx  xxxx xxxx xxxxx  xxxx xxxx xxxxx   334  261   819 
Volume/Cap:  0.09 xxxx  xxxx  xxxx xxxx  xxxx  xxxx xxxx  xxxx  0.21 0.00  0.26 
------------|---------------||---------------||---------------||---------------|
Level Of Service Module:
2Way95thQ:    0.3 xxxx xxxxx  xxxx xxxx xxxxx  xxxx xxxx xxxxx  xxxx xxxx   1.1 
Control Del:  8.6 xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx  11.0 
LOS by Move:    A    *     *     *    *     *     *    *     *     *    *     B 
Movement:     LT - LTR - RT    LT - LTR - RT    LT - LTR - RT    LT - LTR - RT  
Shared Cap.: xxxx xxxx xxxxx  xxxx xxxx xxxxx  xxxx xxxx xxxxx   334 xxxx xxxxx 
SharedQueue:xxxxx xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx xxxxx   0.8 xxxx xxxxx 
Shrd ConDel:xxxxx xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx xxxxx  18.6 xxxx xxxxx 
Shared LOS:     *    *     *     *    *     *     *    *     *     C    *     * 
ApproachDel:    xxxxxx           xxxxxx           xxxxxx             12.8
ApproachLOS:         *                *                *                B       
********************************************************************************
Note: Queue reported is the number of cars per lane.
********************************************************************************
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E+P AM                     Thu Dec 11, 2014 17:16:15                 Page 4-1   
--------------------------------------------------------------------------------
                    Acton Taco Bell TRAFFIC IMPACT ANALYSIS                     
                              Existing + Project                                
                                 AM Peak Hour                                   
--------------------------------------------------------------------------------
                      Level Of Service Computation Report                       
       ICU 1(Loss as Cycle Length %) Method (Future Volume Alternative)         
********************************************************************************
Intersection #3 Crown Valley/SR-14 EB Ramps                                     
********************************************************************************
Cycle (sec):         100                Critical Vol./Cap.(X):         0.443
Loss Time (sec):      10                Average Delay (sec/veh):      xxxxxx
Optimal Cycle:        30                Level Of Service:                  A
********************************************************************************
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Control:         Permitted        Permitted        Permitted        Permitted 
Rights:           Include          Include          Include          Include     
Min. Green:     0    0     0     0    0     0     0    0     0     0    0     0 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
Lanes:        0  0  0  1  0    1  0  1  0  0    1  0  0  1  0    0  0  0  0  0  
------------|---------------||---------------||---------------||---------------|
Volume Module:
Base Vol:       0  243    94    89  252     0    63    1   103     0    0     0 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:    0  243    94    89  252     0    63    1   103     0    0     0 
Added Vol:      0    2     0    16    2     0    17    0     0     0    0     0 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:    0  245    94   105  254     0    80    1   103     0    0     0 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:     0  245    94   105  254     0    80    1   103     0    0     0 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:    0  245    94   105  254     0    80    1   103     0    0     0 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:    0  245    94   105  254     0    80    1   103     0    0     0 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1600 1600  1600  1600 1600  1600  1600 1600  1600  1600 1600  1600 
Adjustment:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Lanes:       0.00 0.72  0.28  1.00 1.00  0.00  1.00 0.01  0.99  0.00 0.00  0.00 
Final Sat.:     0 1156   444  1600 1600     0  1600   15  1585     0    0     0 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.00 0.21  0.21  0.07 0.16  0.00  0.05 0.06  0.07  0.00 0.00  0.00 
Crit Moves:       ****        ****                        ****                 
********************************************************************************
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--------------------------------------------------------------------------------
                    Acton Taco Bell TRAFFIC IMPACT ANALYSIS                     
                              Existing + Project                                
                                 AM Peak Hour                                   
--------------------------------------------------------------------------------
                      Level Of Service Computation Report                       
           2000 HCM Unsignalized Method (Future Volume Alternative)             
********************************************************************************
Intersection #3 Crown Valley/SR-14 EB Ramps                                     
********************************************************************************
Average Delay (sec/veh):      3.8       Worst Case Level Of Service: B[ 13.7]
********************************************************************************
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Control:       Uncontrolled     Uncontrolled      Stop Sign        Stop Sign  
Rights:           Include          Include          Include          Include     
Lanes:        0  0  0  1  0    1  0  1  0  0    1  0  0  1  0    0  0  0  0  0  
------------|---------------||---------------||---------------||---------------|
Volume Module:
Base Vol:       0  243    94    89  252     0    63    1   103     0    0     0 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:    0  243    94    89  252     0    63    1   103     0    0     0 
Added Vol:      0    2     0    16    2     0    17    0     0     0    0     0 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:    0  245    94   105  254     0    80    1   103     0    0     0 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:     0  245    94   105  254     0    80    1   103     0    0     0 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
FinalVolume:    0  245    94   105  254     0    80    1   103     0    0     0 
------------|---------------||---------------||---------------||---------------|
Critical Gap Module:
Critical Gp:xxxxx xxxx xxxxx   4.1 xxxx xxxxx   6.4  6.5   6.2 xxxxx xxxx xxxxx 
FollowUpTim:xxxxx xxxx xxxxx   2.2 xxxx xxxxx   3.5  4.0   3.3 xxxxx xxxx xxxxx 
------------|---------------||---------------||---------------||---------------|
Capacity Module:
Cnflict Vol: xxxx xxxx xxxxx   339 xxxx xxxxx   756  803   254  xxxx xxxx xxxxx 
Potent Cap.: xxxx xxxx xxxxx  1231 xxxx xxxxx   379  319   790  xxxx xxxx xxxxx 
Move Cap.:   xxxx xxxx xxxxx  1231 xxxx xxxxx   354  292   790  xxxx xxxx xxxxx 
Volume/Cap:  xxxx xxxx  xxxx  0.09 xxxx  xxxx  0.23 0.00  0.13  xxxx xxxx  xxxx 
------------|---------------||---------------||---------------||---------------|
Level Of Service Module:
2Way95thQ:   xxxx xxxx xxxxx   0.3 xxxx xxxxx   0.9 xxxx xxxxx  xxxx xxxx xxxxx 
Control Del:xxxxx xxxx xxxxx   8.2 xxxx xxxxx  18.1 xxxx xxxxx xxxxx xxxx xxxxx 
LOS by Move:    *    *     *     A    *     *     C    *     *     *    *     * 
Movement:     LT - LTR - RT    LT - LTR - RT    LT - LTR - RT    LT - LTR - RT  
Shared Cap.: xxxx xxxx xxxxx  xxxx xxxx xxxxx  xxxx xxxx   777  xxxx xxxx xxxxx 
SharedQueue:xxxxx xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx   0.5 xxxxx xxxx xxxxx 
Shrd ConDel:xxxxx xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx  10.3 xxxxx xxxx xxxxx 
Shared LOS:     *    *     *     *    *     *     *    *     B     *    *     * 
ApproachDel:    xxxxxx           xxxxxx             13.7           xxxxxx
ApproachLOS:         *                *                B                *       
********************************************************************************
Note: Queue reported is the number of cars per lane.
********************************************************************************
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--------------------------------------------------------------------------------
                    Acton Taco Bell TRAFFIC IMPACT ANALYSIS                     
                              Existing + Project                                
                                 AM Peak Hour                                   
--------------------------------------------------------------------------------
                      Level Of Service Computation Report                       
       ICU 1(Loss as Cycle Length %) Method (Future Volume Alternative)         
********************************************************************************
Intersection #4 Crown Valley/Antelope Woods Rd.                                 
********************************************************************************
Cycle (sec):         100                Critical Vol./Cap.(X):         0.434
Loss Time (sec):      10                Average Delay (sec/veh):      xxxxxx
Optimal Cycle:        30                Level Of Service:                  A
********************************************************************************
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Control:         Permitted        Permitted        Permitted        Permitted 
Rights:           Include          Include          Include          Include     
Min. Green:     0    0     0     0    0     0     0    0     0     0    0     0 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
Lanes:        1  0  0  1  0    1  0  0  1  0    0  0  1! 0  0    0  1  0  0  1  
------------|---------------||---------------||---------------||---------------|
Volume Module:
Base Vol:       0  119    73   210  140     1     0    0     0    57    4   131 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:    0  119    73   210  140     1     0    0     0    57    4   131 
Added Vol:      0    2     0     0    2     0     0    0     0     0    0     0 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:    0  121    73   210  142     1     0    0     0    57    4   131 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:     0  121    73   210  142     1     0    0     0    57    4   131 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:    0  121    73   210  142     1     0    0     0    57    4   131 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:    0  121    73   210  142     1     0    0     0    57    4   131 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1600 1600  1600  1600 1600  1600  1600 1600  1600  1600 1600  1600 
Adjustment:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Lanes:       1.00 0.62  0.38  1.00 0.99  0.01  0.00 1.00  0.00  0.93 0.07  1.00 
Final Sat.:  1600  998   602  1600 1589    11     0 1600     0  1495  105  1600 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.00 0.12  0.12  0.13 0.09  0.09  0.00 0.00  0.00  0.04 0.04  0.08 
Crit Moves:       ****        ****                                         ****
********************************************************************************
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--------------------------------------------------------------------------------
                    Acton Taco Bell TRAFFIC IMPACT ANALYSIS                     
                              Existing + Project                                
                                 AM Peak Hour                                   
--------------------------------------------------------------------------------
                      Level Of Service Computation Report                       
       ICU 1(Loss as Cycle Length %) Method (Future Volume Alternative)         
********************************************************************************
Intersection #5 Driveway/Sierra Hwy.                                            
********************************************************************************
Cycle (sec):         100                Critical Vol./Cap.(X):         0.356
Loss Time (sec):      10                Average Delay (sec/veh):      xxxxxx
Optimal Cycle:        27                Level Of Service:                  A
********************************************************************************
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Control:         Permitted        Permitted        Permitted        Permitted 
Rights:           Include          Include          Include          Include     
Min. Green:     0    0     0     0    0     0     0    0     0     0    0     0 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
Lanes:        0  0  1! 0  0    0  0  1! 0  0    0  0  1! 0  0    1  0  0  1  0  
------------|---------------||---------------||---------------||---------------|
Volume Module:
Base Vol:      79    0    10     0    0     0     0   99    87    12  256     0 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:   79    0    10     0    0     0     0   99    87    12  256     0 
Added Vol:      0    0     0     2    0    34    36    0     0     0    0     2 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:   79    0    10     2    0    34    36   99    87    12  256     2 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:    79    0    10     2    0    34    36   99    87    12  256     2 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:   79    0    10     2    0    34    36   99    87    12  256     2 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:   79    0    10     2    0    34    36   99    87    12  256     2 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1600 1600  1600  1600 1600  1600  1600 1600  1600  1600 1600  1600 
Adjustment:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Lanes:       0.89 0.00  0.11  0.06 0.00  0.94  0.16 0.45  0.39  1.00 0.99  0.01 
Final Sat.:  1420    0   180    89    0  1511   259  714   627  1600 1588    12 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.05 0.00  0.06  0.00 0.00  0.02  0.02 0.14  0.14  0.01 0.16  0.16 
Crit Moves:  ****                        ****  ****                  ****      
********************************************************************************

  Traffix 8.0.0715 (c) 2008 Dowling Assoc. Licensed to Trames Solutions 

D-8



E+P PM                     Thu Dec 11, 2014 17:17:22                 Page 1-1   
--------------------------------------------------------------------------------
                    Acton Taco Bell TRAFFIC IMPACT ANALYSIS                     
                              Existing + Project                                
                                 PM Peak Hour                                   
--------------------------------------------------------------------------------
                                Scenario Report                                 
Scenario:             E+P PM

Command:              E+P PM
Volume:               PM Peak Hour
Geometry:             Existing Geometry
Impact Fee:           Default Impact Fee
Trip Generation:      PM Trip Gen ( P )
Trip Distribution:    Trip Dist
Paths:                Default Path
Routes:               Default Route
Configuration:        Peak Hour

  Traffix 8.0.0715 (c) 2008 Dowling Assoc. Licensed to Trames Solutions 
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E+P PM                     Thu Dec 11, 2014 17:17:22                 Page 2-1   
--------------------------------------------------------------------------------
                    Acton Taco Bell TRAFFIC IMPACT ANALYSIS                     
                              Existing + Project                                
                                 PM Peak Hour                                   
--------------------------------------------------------------------------------
                      Level Of Service Computation Report                       
       ICU 1(Loss as Cycle Length %) Method (Future Volume Alternative)         
********************************************************************************
Intersection #1 Crown Valley/Sierra Hwy.                                        
********************************************************************************
Cycle (sec):         100                Critical Vol./Cap.(X):         0.390
Loss Time (sec):      10                Average Delay (sec/veh):      xxxxxx
Optimal Cycle:        28                Level Of Service:                  A
********************************************************************************
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Control:         Permitted        Permitted        Permitted        Permitted 
Rights:           Include          Include          Include          Include     
Min. Green:     0    0     0     0    0     0     0    0     0     0    0     0 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
Lanes:        1  0  1  0  1    1  0  1  0  1    1  0  2  0  1    1  0  0  1  0  
------------|---------------||---------------||---------------||---------------|
Volume Module:
Base Vol:     157   85   114    33   72    17    24  268   100    76   62    19 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:  157   85   114    33   72    17    24  268   100    76   62    19 
Added Vol:      0    2    25     0    1     0     0    2     0    23    1     0 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:  157   87   139    33   73    17    24  270   100    99   63    19 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:   157   87   139    33   73    17    24  270   100    99   63    19 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:  157   87   139    33   73    17    24  270   100    99   63    19 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:  157   87   139    33   73    17    24  270   100    99   63    19 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1600 1600  1600  1600 1600  1600  1600 1600  1600  1600 1600  1600 
Adjustment:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Lanes:       1.00 1.00  1.00  1.00 1.00  1.00  1.00 2.00  1.00  1.00 0.77  0.23 
Final Sat.:  1600 1600  1600  1600 1600  1600  1600 3200  1600  1600 1229   371 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.10 0.05  0.09  0.02 0.05  0.01  0.02 0.08  0.06  0.06 0.05  0.05 
Crit Moves:  ****                  ****             ****        ****           
********************************************************************************

  Traffix 8.0.0715 (c) 2008 Dowling Assoc. Licensed to Trames Solutions 
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E+P PM                     Thu Dec 11, 2014 17:17:22                 Page 3-1   
--------------------------------------------------------------------------------
                    Acton Taco Bell TRAFFIC IMPACT ANALYSIS                     
                              Existing + Project                                
                                 PM Peak Hour                                   
--------------------------------------------------------------------------------
                      Level Of Service Computation Report                       
       ICU 1(Loss as Cycle Length %) Method (Future Volume Alternative)         
********************************************************************************
Intersection #2 Crown Valley/SR-14 WB Ramps                                     
********************************************************************************
Cycle (sec):         100                Critical Vol./Cap.(X):         0.364
Loss Time (sec):      10                Average Delay (sec/veh):      xxxxxx
Optimal Cycle:        27                Level Of Service:                  A
********************************************************************************
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Control:         Permitted        Permitted        Permitted        Permitted 
Rights:           Include          Include          Include          Include     
Min. Green:     0    0     0     0    0     0     0    0     0     0    0     0 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
Lanes:        1  0  1  0  0    0  0  1  0  1    0  0  0  0  0    0  1  0  0  1  
------------|---------------||---------------||---------------||---------------|
Volume Module:
Base Vol:      63  265     0     0  226   102     0    0     0    49    0   108 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:   63  265     0     0  226   102     0    0     0    49    0   108 
Added Vol:      0   14     0     0   13    12     0    0     0     0    0    12 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:   63  279     0     0  239   114     0    0     0    49    0   120 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:    63  279     0     0  239   114     0    0     0    49    0   120 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:   63  279     0     0  239   114     0    0     0    49    0   120 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:   63  279     0     0  239   114     0    0     0    49    0   120 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1600 1600  1600  1600 1600  1600  1600 1600  1600  1600 1600  1600 
Adjustment:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Lanes:       1.00 1.00  0.00  0.00 1.00  1.00  0.00 0.00  0.00  1.00 0.00  1.00 
Final Sat.:  1600 1600     0     0 1600  1600     0    0     0  1600    0  1600 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.04 0.17  0.00  0.00 0.15  0.07  0.00 0.00  0.00  0.03 0.00  0.08 
Crit Moves:  ****                  ****                                    ****
********************************************************************************
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--------------------------------------------------------------------------------
                    Acton Taco Bell TRAFFIC IMPACT ANALYSIS                     
                              Existing + Project                                
                                 PM Peak Hour                                   
--------------------------------------------------------------------------------
                      Level Of Service Computation Report                       
           2000 HCM Unsignalized Method (Future Volume Alternative)             
********************************************************************************
Intersection #2 Crown Valley/SR-14 WB Ramps                                     
********************************************************************************
Average Delay (sec/veh):      2.9       Worst Case Level Of Service: B[ 12.0]
********************************************************************************
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Control:       Uncontrolled     Uncontrolled      Stop Sign        Stop Sign  
Rights:           Include          Include          Include          Include     
Lanes:        1  0  1  0  0    0  0  1  0  1    0  0  0  0  0    0  1  0  0  1  
------------|---------------||---------------||---------------||---------------|
Volume Module:
Base Vol:      63  265     0     0  226   102     0    0     0    49    0   108 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:   63  265     0     0  226   102     0    0     0    49    0   108 
Added Vol:      0   14     0     0   13    12     0    0     0     0    0    12 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:   63  279     0     0  239   114     0    0     0    49    0   120 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:    63  279     0     0  239   114     0    0     0    49    0   120 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
FinalVolume:   63  279     0     0  239   114     0    0     0    49    0   120 
------------|---------------||---------------||---------------||---------------|
Critical Gap Module:
Critical Gp:  4.1 xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx xxxxx   6.4  6.5   6.2 
FollowUpTim:  2.2 xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx xxxxx   3.5  4.0   3.3 
------------|---------------||---------------||---------------||---------------|
Capacity Module:
Cnflict Vol:  353 xxxx xxxxx  xxxx xxxx xxxxx  xxxx xxxx xxxxx   701  758   279 
Potent Cap.: 1217 xxxx xxxxx  xxxx xxxx xxxxx  xxxx xxxx xxxxx   408  339   765 
Move Cap.:   1217 xxxx xxxxx  xxxx xxxx xxxxx  xxxx xxxx xxxxx   392  321   765 
Volume/Cap:  0.05 xxxx  xxxx  xxxx xxxx  xxxx  xxxx xxxx  xxxx  0.13 0.00  0.16 
------------|---------------||---------------||---------------||---------------|
Level Of Service Module:
2Way95thQ:    0.2 xxxx xxxxx  xxxx xxxx xxxxx  xxxx xxxx xxxxx  xxxx xxxx   0.6 
Control Del:  8.1 xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx  10.6 
LOS by Move:    A    *     *     *    *     *     *    *     *     *    *     B 
Movement:     LT - LTR - RT    LT - LTR - RT    LT - LTR - RT    LT - LTR - RT  
Shared Cap.: xxxx xxxx xxxxx  xxxx xxxx xxxxx  xxxx xxxx xxxxx   392 xxxx xxxxx 
SharedQueue:xxxxx xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx xxxxx   0.4 xxxx xxxxx 
Shrd ConDel:xxxxx xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx xxxxx  15.5 xxxx xxxxx 
Shared LOS:     *    *     *     *    *     *     *    *     *     C    *     * 
ApproachDel:    xxxxxx           xxxxxx           xxxxxx             12.0
ApproachLOS:         *                *                *                B       
********************************************************************************
Note: Queue reported is the number of cars per lane.
********************************************************************************
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--------------------------------------------------------------------------------
                    Acton Taco Bell TRAFFIC IMPACT ANALYSIS                     
                              Existing + Project                                
                                 PM Peak Hour                                   
--------------------------------------------------------------------------------
                      Level Of Service Computation Report                       
       ICU 1(Loss as Cycle Length %) Method (Future Volume Alternative)         
********************************************************************************
Intersection #3 Crown Valley/SR-14 EB Ramps                                     
********************************************************************************
Cycle (sec):         100                Critical Vol./Cap.(X):         0.463
Loss Time (sec):      10                Average Delay (sec/veh):      xxxxxx
Optimal Cycle:        31                Level Of Service:                  A
********************************************************************************
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Control:         Permitted        Permitted        Permitted        Permitted 
Rights:           Include          Include          Include          Include     
Min. Green:     0    0     0     0    0     0     0    0     0     0    0     0 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
Lanes:        0  0  0  1  0    1  0  1  0  0    1  0  0  1  0    0  0  0  0  0  
------------|---------------||---------------||---------------||---------------|
Volume Module:
Base Vol:       0  194   113   116  161     0   132    3   135     0    0     0 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:    0  194   113   116  161     0   132    3   135     0    0     0 
Added Vol:      0    2     0    12    1     0    12    0     0     0    0     0 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:    0  196   113   128  162     0   144    3   135     0    0     0 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:     0  196   113   128  162     0   144    3   135     0    0     0 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:    0  196   113   128  162     0   144    3   135     0    0     0 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:    0  196   113   128  162     0   144    3   135     0    0     0 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1600 1600  1600  1600 1600  1600  1600 1600  1600  1600 1600  1600 
Adjustment:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Lanes:       0.00 0.63  0.37  1.00 1.00  0.00  1.00 0.02  0.98  0.00 0.00  0.00 
Final Sat.:     0 1015   585  1600 1600     0  1600   35  1565     0    0     0 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.00 0.19  0.19  0.08 0.10  0.00  0.09 0.09  0.09  0.00 0.00  0.00 
Crit Moves:       ****        ****             ****                            
********************************************************************************
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--------------------------------------------------------------------------------
                    Acton Taco Bell TRAFFIC IMPACT ANALYSIS                     
                              Existing + Project                                
                                 PM Peak Hour                                   
--------------------------------------------------------------------------------
                      Level Of Service Computation Report                       
           2000 HCM Unsignalized Method (Future Volume Alternative)             
********************************************************************************
Intersection #3 Crown Valley/SR-14 EB Ramps                                     
********************************************************************************
Average Delay (sec/veh):      5.9       Worst Case Level Of Service: B[ 14.8]
********************************************************************************
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Control:       Uncontrolled     Uncontrolled      Stop Sign        Stop Sign  
Rights:           Include          Include          Include          Include     
Lanes:        0  0  0  1  0    1  0  1  0  0    1  0  0  1  0    0  0  0  0  0  
------------|---------------||---------------||---------------||---------------|
Volume Module:
Base Vol:       0  194   113   116  161     0   132    3   135     0    0     0 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:    0  194   113   116  161     0   132    3   135     0    0     0 
Added Vol:      0    2     0    12    1     0    12    0     0     0    0     0 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:    0  196   113   128  162     0   144    3   135     0    0     0 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:     0  196   113   128  162     0   144    3   135     0    0     0 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
FinalVolume:    0  196   113   128  162     0   144    3   135     0    0     0 
------------|---------------||---------------||---------------||---------------|
Critical Gap Module:
Critical Gp:xxxxx xxxx xxxxx   4.1 xxxx xxxxx   6.4  6.5   6.2 xxxxx xxxx xxxxx 
FollowUpTim:xxxxx xxxx xxxxx   2.2 xxxx xxxxx   3.5  4.0   3.3 xxxxx xxxx xxxxx 
------------|---------------||---------------||---------------||---------------|
Capacity Module:
Cnflict Vol: xxxx xxxx xxxxx   309 xxxx xxxxx   671  727   162  xxxx xxxx xxxxx 
Potent Cap.: xxxx xxxx xxxxx  1263 xxxx xxxxx   425  353   888  xxxx xxxx xxxxx 
Move Cap.:   xxxx xxxx xxxxx  1263 xxxx xxxxx   392  317   888  xxxx xxxx xxxxx 
Volume/Cap:  xxxx xxxx  xxxx  0.10 xxxx  xxxx  0.37 0.01  0.15  xxxx xxxx  xxxx 
------------|---------------||---------------||---------------||---------------|
Level Of Service Module:
2Way95thQ:   xxxx xxxx xxxxx   0.3 xxxx xxxxx   1.7 xxxx xxxxx  xxxx xxxx xxxxx 
Control Del:xxxxx xxxx xxxxx   8.2 xxxx xxxxx  19.4 xxxx xxxxx xxxxx xxxx xxxxx 
LOS by Move:    *    *     *     A    *     *     C    *     *     *    *     * 
Movement:     LT - LTR - RT    LT - LTR - RT    LT - LTR - RT    LT - LTR - RT  
Shared Cap.: xxxx xxxx xxxxx  xxxx xxxx xxxxx  xxxx xxxx   855  xxxx xxxx xxxxx 
SharedQueue:xxxxx xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx   0.6 xxxxx xxxx xxxxx 
Shrd ConDel:xxxxx xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx  10.0 xxxxx xxxx xxxxx 
Shared LOS:     *    *     *     *    *     *     *    *     B     *    *     * 
ApproachDel:    xxxxxx           xxxxxx             14.8           xxxxxx
ApproachLOS:         *                *                B                *       
********************************************************************************
Note: Queue reported is the number of cars per lane.
********************************************************************************
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--------------------------------------------------------------------------------
                    Acton Taco Bell TRAFFIC IMPACT ANALYSIS                     
                              Existing + Project                                
                                 PM Peak Hour                                   
--------------------------------------------------------------------------------
                      Level Of Service Computation Report                       
       ICU 1(Loss as Cycle Length %) Method (Future Volume Alternative)         
********************************************************************************
Intersection #4 Crown Valley/Antelope Woods Rd.                                 
********************************************************************************
Cycle (sec):         100                Critical Vol./Cap.(X):         0.306
Loss Time (sec):      10                Average Delay (sec/veh):      xxxxxx
Optimal Cycle:        25                Level Of Service:                  A
********************************************************************************
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Control:         Permitted        Permitted        Permitted        Permitted 
Rights:           Include          Include          Include          Include     
Min. Green:     0    0     0     0    0     0     0    0     0     0    0     0 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
Lanes:        1  0  0  1  0    1  0  0  1  0    1  0  0  0  0    0  1  0  0  1  
------------|---------------||---------------||---------------||---------------|
Volume Module:
Base Vol:       0  191    18    77  186    10     2    0     0     9    0    39 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:    0  191    18    77  186    10     2    0     0     9    0    39 
Added Vol:      0    2     0     0    1     0     0    0     0     0    0     0 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:    0  193    18    77  187    10     2    0     0     9    0    39 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:     0  193    18    77  187    10     2    0     0     9    0    39 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:    0  193    18    77  187    10     2    0     0     9    0    39 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:    0  193    18    77  187    10     2    0     0     9    0    39 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1600 1600  1600  1600 1600  1600  1600 1600  1600  1600 1600  1600 
Adjustment:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Lanes:       1.00 0.91  0.09  1.00 0.95  0.05  1.00 0.00  0.00  1.00 0.00  1.00 
Final Sat.:  1600 1464   136  1600 1519    81  1600    0     0  1600    0  1600 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.00 0.13  0.13  0.05 0.12  0.12  0.00 0.00  0.00  0.01 0.00  0.02 
Crit Moves:       ****        ****             ****                        ****
********************************************************************************
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--------------------------------------------------------------------------------
                    Acton Taco Bell TRAFFIC IMPACT ANALYSIS                     
                              Existing + Project                                
                                 PM Peak Hour                                   
--------------------------------------------------------------------------------
                      Level Of Service Computation Report                       
       ICU 1(Loss as Cycle Length %) Method (Future Volume Alternative)         
********************************************************************************
Intersection #5 Driveway/Sierra Hwy.                                            
********************************************************************************
Cycle (sec):         100                Critical Vol./Cap.(X):         0.440
Loss Time (sec):      10                Average Delay (sec/veh):      xxxxxx
Optimal Cycle:        30                Level Of Service:                  A
********************************************************************************
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Control:         Permitted        Permitted        Permitted        Permitted 
Rights:           Include          Include          Include          Include     
Min. Green:     0    0     0     0    0     0     0    0     0     0    0     0 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
Lanes:        0  0  1! 0  0    0  0  1! 0  0    0  0  1! 0  0    1  0  0  1  0  
------------|---------------||---------------||---------------||---------------|
Volume Module:
Base Vol:      29    0    12     0    0     0     0  388    68     7  117     0 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:   29    0    12     0    0     0     0  388    68     7  117     0 
Added Vol:      0    0     0     1    0    25    26    0     0     0    0     2 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:   29    0    12     1    0    25    26  388    68     7  117     2 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:    29    0    12     1    0    25    26  388    68     7  117     2 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:   29    0    12     1    0    25    26  388    68     7  117     2 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:   29    0    12     1    0    25    26  388    68     7  117     2 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1600 1600  1600  1600 1600  1600  1600 1600  1600  1600 1600  1600 
Adjustment:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Lanes:       0.71 0.00  0.29  0.04 0.00  0.96  0.05 0.81  0.14  1.00 0.98  0.02 
Final Sat.:  1132    0   468    62    0  1538    86 1288   226  1600 1573    27 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.02 0.00  0.03  0.00 0.00  0.02  0.02 0.30  0.30  0.00 0.07  0.07 
Crit Moves:  ****                        ****       ****        ****           
********************************************************************************
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--------------------------------------------------------------------------------
                    Acton Taco Bell TRAFFIC IMPACT ANALYSIS                     
          Existing + Ambient + Project + Other Development Conditions           
                                 AM Peak Hour                                   
--------------------------------------------------------------------------------
                                Scenario Report                                 
Scenario:             E + A + C + P  AM

Command:              E + A + C + P  AM
Volume:               AM Peak Hour
Geometry:             Existing Geometry
Impact Fee:           Default Impact Fee
Trip Generation:      AM Trip Gen ( O + P )
Trip Distribution:    Trip Dist
Paths:                Default Path
Routes:               Default Route
Configuration:        Future Peak Hour
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E + A + C + P  AM          Thu Dec 11, 2014 18:29:38                 Page 2-1   
--------------------------------------------------------------------------------
                    Acton Taco Bell TRAFFIC IMPACT ANALYSIS                     
          Existing + Ambient + Project + Other Development Conditions           
                                 AM Peak Hour                                   
--------------------------------------------------------------------------------
                      Level Of Service Computation Report                       
       ICU 1(Loss as Cycle Length %) Method (Future Volume Alternative)         
********************************************************************************
Intersection #1 Crown Valley/Sierra Hwy.                                        
********************************************************************************
Cycle (sec):         100                Critical Vol./Cap.(X):         0.581
Loss Time (sec):      10                Average Delay (sec/veh):      xxxxxx
Optimal Cycle:        39                Level Of Service:                  A
********************************************************************************
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Control:         Permitted        Permitted        Permitted        Permitted 
Rights:           Include          Include          Include          Include     
Min. Green:     0    0     0     0    0     0     0    0     0     0    0     0 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
Lanes:        1  0  1  0  1    1  0  1  0  1    1  0  2  0  1    1  0  0  1  0  
------------|---------------||---------------||---------------||---------------|
Volume Module:
Base Vol:     256   42   104    15   71    25    10   61   127   133  197    11 
Growth Adj:  1.02 1.02  1.02  1.02 1.02  1.02  1.02 1.02  1.02  1.02 1.02  1.02 
Initial Bse:  261   43   106    15   72    26    10   62   130   136  201    11 
Added Vol:     72    2    34     0    2     4     4    6    65    32    6     0 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:  333   45   140    15   74    30    14   68   195   168  207    11 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:   333   45   140    15   74    30    14   68   195   168  207    11 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:  333   45   140    15   74    30    14   68   195   168  207    11 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:  333   45   140    15   74    30    14   68   195   168  207    11 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1600 1600  1600  1600 1600  1600  1600 1600  1600  1600 1600  1600 
Adjustment:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Lanes:       1.00 1.00  1.00  1.00 1.00  1.00  1.00 2.00  1.00  1.00 0.95  0.05 
Final Sat.:  1600 1600  1600  1600 1600  1600  1600 3200  1600  1600 1518    82 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.21 0.03  0.09  0.01 0.05  0.02  0.01 0.02  0.12  0.10 0.14  0.14 
Crit Moves:  ****                  ****                   ****  ****           
********************************************************************************
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--------------------------------------------------------------------------------
                    Acton Taco Bell TRAFFIC IMPACT ANALYSIS                     
          Existing + Ambient + Project + Other Development Conditions           
                                 AM Peak Hour                                   
--------------------------------------------------------------------------------
                      Level Of Service Computation Report                       
       ICU 1(Loss as Cycle Length %) Method (Future Volume Alternative)         
********************************************************************************
Intersection #2 Crown Valley/SR-14 WB Ramps                                     
********************************************************************************
Cycle (sec):         100                Critical Vol./Cap.(X):         0.526
Loss Time (sec):      10                Average Delay (sec/veh):      xxxxxx
Optimal Cycle:        35                Level Of Service:                  A
********************************************************************************
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Control:         Permitted        Permitted        Permitted        Permitted 
Rights:           Include          Include          Include          Include     
Min. Green:     0    0     0     0    0     0     0    0     0     0    0     0 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
Lanes:        1  0  1  0  0    0  0  1  0  1    0  0  0  0  0    0  1  0  0  1  
------------|---------------||---------------||---------------||---------------|
Volume Module:
Base Vol:      99  206     0     0  267   161     0    0     0    69    0   200 
Growth Adj:  1.02 1.02  1.02  1.02 1.02  1.02  1.02 1.02  1.02  1.02 1.02  1.02 
Initial Bse:  101  210     0     0  272   164     0    0     0    70    0   204 
Added Vol:      0   57     0     0   53    47     0    0     0     0    0    51 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:  101  267     0     0  325   211     0    0     0    70    0   255 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:   101  267     0     0  325   211     0    0     0    70    0   255 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:  101  267     0     0  325   211     0    0     0    70    0   255 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:  101  267     0     0  325   211     0    0     0    70    0   255 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1600 1600  1600  1600 1600  1600  1600 1600  1600  1600 1600  1600 
Adjustment:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Lanes:       1.00 1.00  0.00  0.00 1.00  1.00  0.00 0.00  0.00  1.00 0.00  1.00 
Final Sat.:  1600 1600     0     0 1600  1600     0    0     0  1600    0  1600 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.06 0.17  0.00  0.00 0.20  0.13  0.00 0.00  0.00  0.04 0.00  0.16 
Crit Moves:  ****                  ****                                    ****
********************************************************************************
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--------------------------------------------------------------------------------
                    Acton Taco Bell TRAFFIC IMPACT ANALYSIS                     
          Existing + Ambient + Project + Other Development Conditions           
                                 AM Peak Hour                                   
--------------------------------------------------------------------------------
                      Level Of Service Computation Report                       
           2000 HCM Unsignalized Method (Future Volume Alternative)             
********************************************************************************
Intersection #2 Crown Valley/SR-14 WB Ramps                                     
********************************************************************************
Average Delay (sec/veh):      4.4       Worst Case Level Of Service: B[ 14.0]
********************************************************************************
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Control:       Uncontrolled     Uncontrolled      Stop Sign        Stop Sign  
Rights:           Include          Include          Include          Include     
Lanes:        1  0  1  0  0    0  0  1  0  1    0  0  0  0  0    0  1  0  0  1  
------------|---------------||---------------||---------------||---------------|
Volume Module:
Base Vol:      99  206     0     0  267   161     0    0     0    69    0   200 
Growth Adj:  1.02 1.02  1.02  1.02 1.02  1.02  1.02 1.02  1.02  1.02 1.02  1.02 
Initial Bse:  101  210     0     0  272   164     0    0     0    70    0   204 
Added Vol:      0   57     0     0   53    47     0    0     0     0    0    51 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:  101  267     0     0  325   211     0    0     0    70    0   255 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:   101  267     0     0  325   211     0    0     0    70    0   255 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
FinalVolume:  101  267     0     0  325   211     0    0     0    70    0   255 
------------|---------------||---------------||---------------||---------------|
Critical Gap Module:
Critical Gp:  4.1 xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx xxxxx   6.4  6.5   6.2 
FollowUpTim:  2.2 xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx xxxxx   3.5  4.0   3.3 
------------|---------------||---------------||---------------||---------------|
Capacity Module:
Cnflict Vol:  537 xxxx xxxxx  xxxx xxxx xxxxx  xxxx xxxx xxxxx   900 1006   267 
Potent Cap.: 1042 xxxx xxxxx  xxxx xxxx xxxxx  xxxx xxxx xxxxx   312  243   776 
Move Cap.:   1042 xxxx xxxxx  xxxx xxxx xxxxx  xxxx xxxx xxxxx   288  220   776 
Volume/Cap:  0.10 xxxx  xxxx  xxxx xxxx  xxxx  xxxx xxxx  xxxx  0.24 0.00  0.33 
------------|---------------||---------------||---------------||---------------|
Level Of Service Module:
2Way95thQ:    8.0 xxxx xxxxx  xxxx xxxx xxxxx  xxxx xxxx xxxxx  xxxx xxxx  35.9 
Control Del:  8.8 xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx  11.9 
LOS by Move:    A    *     *     *    *     *     *    *     *     *    *     B 
Movement:     LT - LTR - RT    LT - LTR - RT    LT - LTR - RT    LT - LTR - RT  
Shared Cap.: xxxx xxxx xxxxx  xxxx xxxx xxxxx  xxxx xxxx xxxxx   288 xxxx xxxxx 
SharedQueue:xxxxx xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx xxxxx   0.9 xxxx xxxxx 
Shrd ConDel:xxxxx xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx xxxxx  21.5 xxxx xxxxx 
Shared LOS:     *    *     *     *    *     *     *    *     *     C    *     * 
ApproachDel:    xxxxxx           xxxxxx           xxxxxx             14.0
ApproachLOS:         *                *                *                B       
********************************************************************************
Note: Queue reported is the distance per lane in feet.
********************************************************************************
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--------------------------------------------------------------------------------
                    Acton Taco Bell TRAFFIC IMPACT ANALYSIS                     
          Existing + Ambient + Project + Other Development Conditions           
                                 AM Peak Hour                                   
--------------------------------------------------------------------------------
                      Level Of Service Computation Report                       
       ICU 1(Loss as Cycle Length %) Method (Future Volume Alternative)         
********************************************************************************
Intersection #3 Crown Valley/SR-14 EB Ramps                                     
********************************************************************************
Cycle (sec):         100                Critical Vol./Cap.(X):         0.477
Loss Time (sec):      10                Average Delay (sec/veh):      xxxxxx
Optimal Cycle:        32                Level Of Service:                  A
********************************************************************************
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Control:         Permitted        Permitted        Permitted        Permitted 
Rights:           Include          Include          Include          Include     
Min. Green:     0    0     0     0    0     0     0    0     0     0    0     0 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
Lanes:        0  0  0  1  0    1  0  1  0  0    1  0  0  1  0    0  0  0  0  0  
------------|---------------||---------------||---------------||---------------|
Volume Module:
Base Vol:       0  243    94    89  252     0    63    1   103     0    0     0 
Growth Adj:  1.02 1.02  1.02  1.02 1.02  1.02  1.02 1.02  1.02  1.02 1.02  1.02 
Initial Bse:    0  248    96    91  257     0    64    1   105     0    0     0 
Added Vol:      0    6     0    47    6     0    51    0     0     0    0     0 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:    0  254    96   138  263     0   115    1   105     0    0     0 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:     0  254    96   138  263     0   115    1   105     0    0     0 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:    0  254    96   138  263     0   115    1   105     0    0     0 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:    0  254    96   138  263     0   115    1   105     0    0     0 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1600 1600  1600  1600 1600  1600  1600 1600  1600  1600 1600  1600 
Adjustment:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Lanes:       0.00 0.73  0.27  1.00 1.00  0.00  1.00 0.01  0.99  0.00 0.00  0.00 
Final Sat.:     0 1161   439  1600 1600     0  1600   15  1585     0    0     0 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.00 0.22  0.22  0.09 0.16  0.00  0.07 0.07  0.07  0.00 0.00  0.00 
Crit Moves:       ****        ****             ****                            
********************************************************************************
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--------------------------------------------------------------------------------
                    Acton Taco Bell TRAFFIC IMPACT ANALYSIS                     
          Existing + Ambient + Project + Other Development Conditions           
                                 AM Peak Hour                                   
--------------------------------------------------------------------------------
                      Level Of Service Computation Report                       
           2000 HCM Unsignalized Method (Future Volume Alternative)             
********************************************************************************
Intersection #3 Crown Valley/SR-14 EB Ramps                                     
********************************************************************************
Average Delay (sec/veh):      5.1       Worst Case Level Of Service: C[ 17.2]
********************************************************************************
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Control:       Uncontrolled     Uncontrolled      Stop Sign        Stop Sign  
Rights:           Include          Include          Include          Include     
Lanes:        0  0  0  1  0    1  0  1  0  0    1  0  0  1  0    0  0  0  0  0  
------------|---------------||---------------||---------------||---------------|
Volume Module:
Base Vol:       0  243    94    89  252     0    63    1   103     0    0     0 
Growth Adj:  1.02 1.02  1.02  1.02 1.02  1.02  1.02 1.02  1.02  1.02 1.02  1.02 
Initial Bse:    0  248    96    91  257     0    64    1   105     0    0     0 
Added Vol:      0    6     0    47    6     0    51    0     0     0    0     0 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:    0  254    96   138  263     0   115    1   105     0    0     0 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:     0  254    96   138  263     0   115    1   105     0    0     0 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
FinalVolume:    0  254    96   138  263     0   115    1   105     0    0     0 
------------|---------------||---------------||---------------||---------------|
Critical Gap Module:
Critical Gp:xxxxx xxxx xxxxx   4.1 xxxx xxxxx   6.4  6.5   6.2 xxxxx xxxx xxxxx 
FollowUpTim:xxxxx xxxx xxxxx   2.2 xxxx xxxxx   3.5  4.0   3.3 xxxxx xxxx xxxxx 
------------|---------------||---------------||---------------||---------------|
Capacity Module:
Cnflict Vol: xxxx xxxx xxxxx   350 xxxx xxxxx   840  888   263  xxxx xxxx xxxxx 
Potent Cap.: xxxx xxxx xxxxx  1220 xxxx xxxxx   338  285   780  xxxx xxxx xxxxx 
Move Cap.:   xxxx xxxx xxxxx  1220 xxxx xxxxx   309  253   780  xxxx xxxx xxxxx 
Volume/Cap:  xxxx xxxx  xxxx  0.11 xxxx  xxxx  0.37 0.00  0.13  xxxx xxxx  xxxx 
------------|---------------||---------------||---------------||---------------|
Level Of Service Module:
2Way95thQ:   xxxx xxxx xxxxx   9.5 xxxx xxxxx  41.8 xxxx xxxxx  xxxx xxxx xxxxx 
Control Del:xxxxx xxxx xxxxx   8.3 xxxx xxxxx  23.4 xxxx xxxxx xxxxx xxxx xxxxx 
LOS by Move:    *    *     *     A    *     *     C    *     *     *    *     * 
Movement:     LT - LTR - RT    LT - LTR - RT    LT - LTR - RT    LT - LTR - RT  
Shared Cap.: xxxx xxxx xxxxx  xxxx xxxx xxxxx  xxxx xxxx   765  xxxx xxxx xxxxx 
SharedQueue:xxxxx xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx   0.5 xxxxx xxxx xxxxx 
Shrd ConDel:xxxxx xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx  10.5 xxxxx xxxx xxxxx 
Shared LOS:     *    *     *     *    *     *     *    *     B     *    *     * 
ApproachDel:    xxxxxx           xxxxxx             17.2           xxxxxx
ApproachLOS:         *                *                C                *       
********************************************************************************
Note: Queue reported is the distance per lane in feet.
********************************************************************************
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--------------------------------------------------------------------------------
                    Acton Taco Bell TRAFFIC IMPACT ANALYSIS                     
          Existing + Ambient + Project + Other Development Conditions           
                                 AM Peak Hour                                   
--------------------------------------------------------------------------------
                      Level Of Service Computation Report                       
       ICU 1(Loss as Cycle Length %) Method (Future Volume Alternative)         
********************************************************************************
Intersection #4 Crown Valley/Antelope Woods Rd.                                 
********************************************************************************
Cycle (sec):         100                Critical Vol./Cap.(X):         0.444
Loss Time (sec):      10                Average Delay (sec/veh):      xxxxxx
Optimal Cycle:        30                Level Of Service:                  A
********************************************************************************
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Control:         Permitted        Permitted        Permitted        Permitted 
Rights:           Include          Include          Include          Include     
Min. Green:     0    0     0     0    0     0     0    0     0     0    0     0 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
Lanes:        1  0  0  1  0    1  0  0  1  0    0  0  1! 0  0    0  1  0  0  1  
------------|---------------||---------------||---------------||---------------|
Volume Module:
Base Vol:       0  119    73   210  140     1     0    0     0    57    4   131 
Growth Adj:  1.02 1.02  1.02  1.02 1.02  1.02  1.02 1.02  1.02  1.02 1.02  1.02 
Initial Bse:    0  121    74   214  143     1     0    0     0    58    4   134 
Added Vol:      0    6     0     0    6     0     0    0     0     0    0     0 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:    0  127    74   214  149     1     0    0     0    58    4   134 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:     0  127    74   214  149     1     0    0     0    58    4   134 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:    0  127    74   214  149     1     0    0     0    58    4   134 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:    0  127    74   214  149     1     0    0     0    58    4   134 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1600 1600  1600  1600 1600  1600  1600 1600  1600  1600 1600  1600 
Adjustment:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Lanes:       1.00 0.63  0.37  1.00 0.99  0.01  0.00 1.00  0.00  0.93 0.07  1.00 
Final Sat.:  1600 1010   590  1600 1589    11     0 1600     0  1495  105  1600 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.00 0.13  0.13  0.13 0.09  0.09  0.00 0.00  0.00  0.04 0.04  0.08 
Crit Moves:       ****        ****                                         ****
********************************************************************************

  Traffix 8.0.0715 (c) 2008 Dowling Assoc. Licensed to Trames Solutions 
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E + A + C + P  AM          Thu Dec 11, 2014 18:29:38                 Page 6-1   
--------------------------------------------------------------------------------
                    Acton Taco Bell TRAFFIC IMPACT ANALYSIS                     
          Existing + Ambient + Project + Other Development Conditions           
                                 AM Peak Hour                                   
--------------------------------------------------------------------------------
                      Level Of Service Computation Report                       
       ICU 1(Loss as Cycle Length %) Method (Future Volume Alternative)         
********************************************************************************
Intersection #5 Driveway/Sierra Hwy.                                            
********************************************************************************
Cycle (sec):         100                Critical Vol./Cap.(X):         0.362
Loss Time (sec):      10                Average Delay (sec/veh):      xxxxxx
Optimal Cycle:        27                Level Of Service:                  A
********************************************************************************
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Control:         Permitted        Permitted        Permitted        Permitted 
Rights:           Include          Include          Include          Include     
Min. Green:     0    0     0     0    0     0     0    0     0     0    0     0 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
Lanes:        0  0  1! 0  0    0  0  1! 0  0    0  0  1! 0  0    1  0  0  1  0  
------------|---------------||---------------||---------------||---------------|
Volume Module:
Base Vol:      79    0    10     0    0     0     0   99    87    12  256     0 
Growth Adj:  1.02 1.02  1.02  1.02 1.02  1.02  1.02 1.02  1.02  1.02 1.02  1.02 
Initial Bse:   81    0    10     0    0     0     0  101    89    12  261     0 
Added Vol:      0    0     0     2    0    34    36    4     0     0    4     2 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:   81    0    10     2    0    34    36  105    89    12  265     2 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:    81    0    10     2    0    34    36  105    89    12  265     2 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:   81    0    10     2    0    34    36  105    89    12  265     2 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:   81    0    10     2    0    34    36  105    89    12  265     2 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1600 1600  1600  1600 1600  1600  1600 1600  1600  1600 1600  1600 
Adjustment:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Lanes:       0.89 0.00  0.11  0.06 0.00  0.94  0.16 0.46  0.38  1.00 0.99  0.01 
Final Sat.:  1420    0   180    89    0  1511   251  731   618  1600 1588    12 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.05 0.00  0.06  0.00 0.00  0.02  0.02 0.14  0.14  0.01 0.17  0.17 
Crit Moves:  ****                        ****  ****                  ****      
********************************************************************************

  Traffix 8.0.0715 (c) 2008 Dowling Assoc. Licensed to Trames Solutions 
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E + A + C + P  PM          Thu Dec 11, 2014 18:30:17                 Page 1-1   
--------------------------------------------------------------------------------
                      Taco Bell TRAFFIC IMPACT ANALYSIS                         
          Existing + Ambient + Project + Other Development Conditions           
                                 PM Peak Hour                                   
--------------------------------------------------------------------------------
                                Scenario Report                                 
Scenario:             E + A + C + P  PM

Command:              E + A + C + P  PM
Volume:               PM Peak Hour
Geometry:             Existing Geometry
Impact Fee:           Default Impact Fee
Trip Generation:      PM Trip Gen ( O + P )
Trip Distribution:    Trip Dist
Paths:                Default Path
Routes:               Default Route
Configuration:        Future Peak Hour

  Traffix 8.0.0715 (c) 2008 Dowling Assoc. Licensed to Trames Solutions 

E-9



E + A + C + P  PM          Thu Dec 11, 2014 18:30:17                 Page 2-1   
--------------------------------------------------------------------------------
                      Taco Bell TRAFFIC IMPACT ANALYSIS                         
          Existing + Ambient + Project + Other Development Conditions           
                                 PM Peak Hour                                   
--------------------------------------------------------------------------------
                      Level Of Service Computation Report                       
       ICU 1(Loss as Cycle Length %) Method (Future Volume Alternative)         
********************************************************************************
Intersection #1 Crown Valley/Sierra Hwy.                                        
********************************************************************************
Cycle (sec):         100                Critical Vol./Cap.(X):         0.473
Loss Time (sec):      10                Average Delay (sec/veh):      xxxxxx
Optimal Cycle:        32                Level Of Service:                  A
********************************************************************************
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Control:         Permitted        Permitted        Permitted        Permitted 
Rights:           Include          Include          Include          Include     
Min. Green:     0    0     0     0    0     0     0    0     0     0    0     0 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
Lanes:        1  0  1  0  1    1  0  1  0  1    1  0  2  0  1    1  0  0  1  0  
------------|---------------||---------------||---------------||---------------|
Volume Module:
Base Vol:     157   85   114    33   72    17    24  268   100    76   62    19 
Growth Adj:  1.02 1.02  1.02  1.02 1.02  1.02  1.02 1.02  1.02  1.02 1.02  1.02 
Initial Bse:  160   87   116    34   73    17    24  273   102    78   63    19 
Added Vol:     80    2    25     0    1     5     5    6    80    23    6     0 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:  240   89   141    34   74    22    29  279   182   101   69    19 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:   240   89   141    34   74    22    29  279   182   101   69    19 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:  240   89   141    34   74    22    29  279   182   101   69    19 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:  240   89   141    34   74    22    29  279   182   101   69    19 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1600 1600  1600  1600 1600  1600  1600 1600  1600  1600 1600  1600 
Adjustment:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Lanes:       1.00 1.00  1.00  1.00 1.00  1.00  1.00 2.00  1.00  1.00 0.78  0.22 
Final Sat.:  1600 1600  1600  1600 1600  1600  1600 3200  1600  1600 1250   350 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.15 0.06  0.09  0.02 0.05  0.01  0.02 0.09  0.11  0.06 0.06  0.06 
Crit Moves:  ****                  ****                   ****  ****           
********************************************************************************

  Traffix 8.0.0715 (c) 2008 Dowling Assoc. Licensed to Trames Solutions 
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E + A + C + P  PM          Thu Dec 11, 2014 18:30:17                 Page 3-1   
--------------------------------------------------------------------------------
                      Taco Bell TRAFFIC IMPACT ANALYSIS                         
          Existing + Ambient + Project + Other Development Conditions           
                                 PM Peak Hour                                   
--------------------------------------------------------------------------------
                      Level Of Service Computation Report                       
       ICU 1(Loss as Cycle Length %) Method (Future Volume Alternative)         
********************************************************************************
Intersection #2 Crown Valley/SR-14 WB Ramps                                     
********************************************************************************
Cycle (sec):         100                Critical Vol./Cap.(X):         0.419
Loss Time (sec):      10                Average Delay (sec/veh):      xxxxxx
Optimal Cycle:        29                Level Of Service:                  A
********************************************************************************
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Control:         Permitted        Permitted        Permitted        Permitted 
Rights:           Include          Include          Include          Include     
Min. Green:     0    0     0     0    0     0     0    0     0     0    0     0 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
Lanes:        1  0  1  0  0    0  0  1  0  1    0  0  0  0  0    0  1  0  0  1  
------------|---------------||---------------||---------------||---------------|
Volume Module:
Base Vol:      63  265     0     0  226   102     0    0     0    49    0   108 
Growth Adj:  1.02 1.02  1.02  1.02 1.02  1.02  1.02 1.02  1.02  1.02 1.02  1.02 
Initial Bse:   64  270     0     0  231   104     0    0     0    50    0   110 
Added Vol:      0   56     0     0   55    49     0    0     0     0    0    50 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:   64  326     0     0  286   153     0    0     0    50    0   160 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:    64  326     0     0  286   153     0    0     0    50    0   160 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:   64  326     0     0  286   153     0    0     0    50    0   160 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:   64  326     0     0  286   153     0    0     0    50    0   160 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1600 1600  1600  1600 1600  1600  1600 1600  1600  1600 1600  1600 
Adjustment:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Lanes:       1.00 1.00  0.00  0.00 1.00  1.00  0.00 0.00  0.00  1.00 0.00  1.00 
Final Sat.:  1600 1600     0     0 1600  1600     0    0     0  1600    0  1600 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.04 0.20  0.00  0.00 0.18  0.10  0.00 0.00  0.00  0.03 0.00  0.10 
Crit Moves:  ****                  ****                                    ****
********************************************************************************
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MITIG8 - E + A + C + P  PM Thu Dec 11, 2014 17:58:41                 Page 1-1   
--------------------------------------------------------------------------------
                      Taco Bell TRAFFIC IMPACT ANALYSIS                         
          Existing + Ambient + Project + Other Development Conditions           
                                 PM Peak Hour                                   
--------------------------------------------------------------------------------
                      Level Of Service Computation Report                       
           2000 HCM Unsignalized Method (Future Volume Alternative)             
********************************************************************************
Intersection #2 Crown Valley/SR-14 WB Ramps                                     
********************************************************************************
Average Delay (sec/veh):      3.1       Worst Case Level Of Service: B[ 12.9]
********************************************************************************
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Control:       Uncontrolled     Uncontrolled      Stop Sign        Stop Sign  
Rights:           Include          Include          Include          Include     
Lanes:        1  0  1  0  0    0  0  1  0  1    0  0  0  0  0    0  1  0  0  1  
------------|---------------||---------------||---------------||---------------|
Volume Module:
Base Vol:      63  265     0     0  226   102     0    0     0    49    0   108 
Growth Adj:  1.02 1.02  1.02  1.02 1.02  1.02  1.02 1.02  1.02  1.02 1.02  1.02 
Initial Bse:   64  270     0     0  231   104     0    0     0    50    0   110 
Added Vol:      0   56     0     0   55    49     0    0     0     0    0    50 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:   64  326     0     0  286   153     0    0     0    50    0   160 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:    64  326     0     0  286   153     0    0     0    50    0   160 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
FinalVolume:   64  326     0     0  286   153     0    0     0    50    0   160 
------------|---------------||---------------||---------------||---------------|
Critical Gap Module:
Critical Gp:  4.1 xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx xxxxx   6.4  6.5   6.2 
FollowUpTim:  2.2 xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx xxxxx   3.5  4.0   3.3 
------------|---------------||---------------||---------------||---------------|
Capacity Module:
Cnflict Vol:  439 xxxx xxxxx  xxxx xxxx xxxxx  xxxx xxxx xxxxx   817  893   326 
Potent Cap.: 1132 xxxx xxxxx  xxxx xxxx xxxxx  xxxx xxxx xxxxx   349  283   720 
Move Cap.:   1132 xxxx xxxxx  xxxx xxxx xxxxx  xxxx xxxx xxxxx   334  267   720 
Volume/Cap:  0.06 xxxx  xxxx  xxxx xxxx  xxxx  xxxx xxxx  xxxx  0.15 0.00  0.22 
------------|---------------||---------------||---------------||---------------|
Level Of Service Module:
2Way95thQ:    4.5 xxxx xxxxx  xxxx xxxx xxxxx  xxxx xxxx xxxxx  xxxx xxxx  21.2 
Control Del:  8.4 xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx  11.4 
LOS by Move:    A    *     *     *    *     *     *    *     *     *    *     B 
Movement:     LT - LTR - RT    LT - LTR - RT    LT - LTR - RT    LT - LTR - RT  
Shared Cap.: xxxx xxxx xxxxx  xxxx xxxx xxxxx  xxxx xxxx xxxxx   334 xxxx xxxxx 
SharedQueue:xxxxx xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx xxxxx   0.5 xxxx xxxxx 
Shrd ConDel:xxxxx xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx xxxxx  17.7 xxxx xxxxx 
Shared LOS:     *    *     *     *    *     *     *    *     *     C    *     * 
ApproachDel:    xxxxxx           xxxxxx           xxxxxx             12.9
ApproachLOS:         *                *                *                B       
********************************************************************************
Note: Queue reported is the distance per lane in feet.
********************************************************************************

  Traffix 8.0.0715 (c) 2008 Dowling Assoc. Licensed to Trames Solutions 
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E + A + C + P  PM          Thu Dec 11, 2014 18:30:17                 Page 4-1   
--------------------------------------------------------------------------------
                      Taco Bell TRAFFIC IMPACT ANALYSIS                         
          Existing + Ambient + Project + Other Development Conditions           
                                 PM Peak Hour                                   
--------------------------------------------------------------------------------
                      Level Of Service Computation Report                       
       ICU 1(Loss as Cycle Length %) Method (Future Volume Alternative)         
********************************************************************************
Intersection #3 Crown Valley/SR-14 EB Ramps                                     
********************************************************************************
Cycle (sec):         100                Critical Vol./Cap.(X):         0.519
Loss Time (sec):      10                Average Delay (sec/veh):      xxxxxx
Optimal Cycle:        34                Level Of Service:                  A
********************************************************************************
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Control:         Permitted        Permitted        Permitted        Permitted 
Rights:           Include          Include          Include          Include     
Min. Green:     0    0     0     0    0     0     0    0     0     0    0     0 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
Lanes:        0  0  0  1  0    1  0  1  0  0    1  0  0  1  0    0  0  0  0  0  
------------|---------------||---------------||---------------||---------------|
Volume Module:
Base Vol:       0  194   113   116  161     0   132    3   135     0    0     0 
Growth Adj:  1.02 1.02  1.02  1.02 1.02  1.02  1.02 1.02  1.02  1.02 1.02  1.02 
Initial Bse:    0  198   115   118  164     0   135    3   138     0    0     0 
Added Vol:      0    6     0    49    6     0    50    0     0     0    0     0 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:    0  204   115   167  170     0   185    3   138     0    0     0 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:     0  204   115   167  170     0   185    3   138     0    0     0 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:    0  204   115   167  170     0   185    3   138     0    0     0 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:    0  204   115   167  170     0   185    3   138     0    0     0 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1600 1600  1600  1600 1600  1600  1600 1600  1600  1600 1600  1600 
Adjustment:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Lanes:       0.00 0.64  0.36  1.00 1.00  0.00  1.00 0.02  0.98  0.00 0.00  0.00 
Final Sat.:     0 1022   578  1600 1600     0  1600   35  1565     0    0     0 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.00 0.20  0.20  0.10 0.11  0.00  0.12 0.09  0.09  0.00 0.00  0.00 
Crit Moves:       ****        ****             ****                            
********************************************************************************

  Traffix 8.0.0715 (c) 2008 Dowling Assoc. Licensed to Trames Solutions 
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MITIG8 - E + A + C + P  PM Thu Dec 11, 2014 17:59:05                 Page 1-1   
--------------------------------------------------------------------------------
                      Taco Bell TRAFFIC IMPACT ANALYSIS                         
          Existing + Ambient + Project + Other Development Conditions           
                                 PM Peak Hour                                   
--------------------------------------------------------------------------------
                      Level Of Service Computation Report                       
           2000 HCM Unsignalized Method (Future Volume Alternative)             
********************************************************************************
Intersection #3 Crown Valley/SR-14 EB Ramps                                     
********************************************************************************
Average Delay (sec/veh):      8.2       Worst Case Level Of Service: C[ 20.4]
********************************************************************************
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Control:       Uncontrolled     Uncontrolled      Stop Sign        Stop Sign  
Rights:           Include          Include          Include          Include     
Lanes:        0  0  0  1  0    1  0  1  0  0    1  0  0  1  0    0  0  0  0  0  
------------|---------------||---------------||---------------||---------------|
Volume Module:
Base Vol:       0  194   113   116  161     0   132    3   135     0    0     0 
Growth Adj:  1.02 1.02  1.02  1.02 1.02  1.02  1.02 1.02  1.02  1.02 1.02  1.02 
Initial Bse:    0  198   115   118  164     0   135    3   138     0    0     0 
Added Vol:      0    6     0    49    6     0    50    0     0     0    0     0 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:    0  204   115   167  170     0   185    3   138     0    0     0 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:     0  204   115   167  170     0   185    3   138     0    0     0 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
FinalVolume:    0  204   115   167  170     0   185    3   138     0    0     0 
------------|---------------||---------------||---------------||---------------|
Critical Gap Module:
Critical Gp:xxxxx xxxx xxxxx   4.1 xxxx xxxxx   6.4  6.5   6.2 xxxxx xxxx xxxxx 
FollowUpTim:xxxxx xxxx xxxxx   2.2 xxxx xxxxx   3.5  4.0   3.3 xxxxx xxxx xxxxx 
------------|---------------||---------------||---------------||---------------|
Capacity Module:
Cnflict Vol: xxxx xxxx xxxxx   319 xxxx xxxxx   766  824   170  xxxx xxxx xxxxx 
Potent Cap.: xxxx xxxx xxxxx  1252 xxxx xxxxx   374  310   879  xxxx xxxx xxxxx 
Move Cap.:   xxxx xxxx xxxxx  1252 xxxx xxxxx   335  269   879  xxxx xxxx xxxxx 
Volume/Cap:  xxxx xxxx  xxxx  0.13 xxxx  xxxx  0.55 0.01  0.16  xxxx xxxx  xxxx 
------------|---------------||---------------||---------------||---------------|
Level Of Service Module:
2Way95thQ:   xxxx xxxx xxxxx  11.5 xxxx xxxxx  78.8 xxxx xxxxx  xxxx xxxx xxxxx 
Control Del:xxxxx xxxx xxxxx   8.3 xxxx xxxxx  28.1 xxxx xxxxx xxxxx xxxx xxxxx 
LOS by Move:    *    *     *     A    *     *     D    *     *     *    *     * 
Movement:     LT - LTR - RT    LT - LTR - RT    LT - LTR - RT    LT - LTR - RT  
Shared Cap.: xxxx xxxx xxxxx  xxxx xxxx xxxxx  xxxx xxxx   838  xxxx xxxx xxxxx 
SharedQueue:xxxxx xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx   0.6 xxxxx xxxx xxxxx 
Shrd ConDel:xxxxx xxxx xxxxx xxxxx xxxx xxxxx xxxxx xxxx  10.2 xxxxx xxxx xxxxx 
Shared LOS:     *    *     *     *    *     *     *    *     B     *    *     * 
ApproachDel:    xxxxxx           xxxxxx             20.4           xxxxxx
ApproachLOS:         *                *                C                *       
********************************************************************************
Note: Queue reported is the distance per lane in feet.
********************************************************************************

  Traffix 8.0.0715 (c) 2008 Dowling Assoc. Licensed to Trames Solutions 

E-14



E + A + C + P  PM          Thu Dec 11, 2014 18:30:17                 Page 5-1   
--------------------------------------------------------------------------------
                      Taco Bell TRAFFIC IMPACT ANALYSIS                         
          Existing + Ambient + Project + Other Development Conditions           
                                 PM Peak Hour                                   
--------------------------------------------------------------------------------
                      Level Of Service Computation Report                       
       ICU 1(Loss as Cycle Length %) Method (Future Volume Alternative)         
********************************************************************************
Intersection #4 Crown Valley/Antelope Woods Rd.                                 
********************************************************************************
Cycle (sec):         100                Critical Vol./Cap.(X):         0.312
Loss Time (sec):      10                Average Delay (sec/veh):      xxxxxx
Optimal Cycle:        25                Level Of Service:                  A
********************************************************************************
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Control:         Permitted        Permitted        Permitted        Permitted 
Rights:           Include          Include          Include          Include     
Min. Green:     0    0     0     0    0     0     0    0     0     0    0     0 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
Lanes:        1  0  0  1  0    1  0  0  1  0    1  0  0  0  0    0  1  0  0  1  
------------|---------------||---------------||---------------||---------------|
Volume Module:
Base Vol:       0  191    18    77  186    10     2    0     0     9    0    39 
Growth Adj:  1.02 1.02  1.02  1.02 1.02  1.02  1.02 1.02  1.02  1.02 1.02  1.02 
Initial Bse:    0  195    18    79  190    10     2    0     0     9    0    40 
Added Vol:      0    6     0     0    6     0     0    0     0     0    0     0 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:    0  201    18    79  196    10     2    0     0     9    0    40 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:     0  201    18    79  196    10     2    0     0     9    0    40 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:    0  201    18    79  196    10     2    0     0     9    0    40 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:    0  201    18    79  196    10     2    0     0     9    0    40 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1600 1600  1600  1600 1600  1600  1600 1600  1600  1600 1600  1600 
Adjustment:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Lanes:       1.00 0.92  0.08  1.00 0.95  0.05  1.00 0.00  0.00  1.00 0.00  1.00 
Final Sat.:  1600 1466   134  1600 1521    79  1600    0     0  1600    0  1600 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.00 0.14  0.14  0.05 0.13  0.13  0.00 0.00  0.00  0.01 0.00  0.02 
Crit Moves:       ****        ****             ****                        ****
********************************************************************************
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--------------------------------------------------------------------------------
                      Taco Bell TRAFFIC IMPACT ANALYSIS                         
          Existing + Ambient + Project + Other Development Conditions           
                                 PM Peak Hour                                   
--------------------------------------------------------------------------------
                      Level Of Service Computation Report                       
       ICU 1(Loss as Cycle Length %) Method (Future Volume Alternative)         
********************************************************************************
Intersection #5 Driveway/Sierra Hwy.                                            
********************************************************************************
Cycle (sec):         100                Critical Vol./Cap.(X):         0.449
Loss Time (sec):      10                Average Delay (sec/veh):      xxxxxx
Optimal Cycle:        31                Level Of Service:                  A
********************************************************************************
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Control:         Permitted        Permitted        Permitted        Permitted 
Rights:           Include          Include          Include          Include     
Min. Green:     0    0     0     0    0     0     0    0     0     0    0     0 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
Lanes:        0  0  1! 0  0    0  0  1! 0  0    0  0  1! 0  0    1  0  0  1  0  
------------|---------------||---------------||---------------||---------------|
Volume Module:
Base Vol:      29    0    12     0    0     0     0  388    68     7  117     0 
Growth Adj:  1.02 1.02  1.02  1.02 1.02  1.02  1.02 1.02  1.02  1.02 1.02  1.02 
Initial Bse:   30    0    12     0    0     0     0  396    69     7  119     0 
Added Vol:      0    0     0     1    0    25    26    5     0     0    5     2 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:   30    0    12     1    0    25    26  401    69     7  124     2 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:    30    0    12     1    0    25    26  401    69     7  124     2 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:   30    0    12     1    0    25    26  401    69     7  124     2 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:   30    0    12     1    0    25    26  401    69     7  124     2 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1600 1600  1600  1600 1600  1600  1600 1600  1600  1600 1600  1600 
Adjustment:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Lanes:       0.71 0.00  0.29  0.04 0.00  0.96  0.05 0.81  0.14  1.00 0.98  0.02 
Final Sat.:  1132    0   468    62    0  1538    84 1292   224  1600 1575    25 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.02 0.00  0.03  0.00 0.00  0.02  0.02 0.31  0.31  0.00 0.08  0.08 
Crit Moves:  ****                        ****       ****        ****           
********************************************************************************
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