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Rig Activities

Six (6) maintenance rigs were active for a majority of April.  No rework rigs 
were active.

Idle Wells

The Inglewood Oil Field currently has 191 idle wells.

CSD Definition of Rework

“Reworking” shall mean recompletion of an existing well and includes 
operations such as liner replacements, perforating, or “fracing”.  Reworking 
also includes re-drilling a well that is not deepened or sidetracked beyond the 
existing well bore.

Inglewood Oil Field – General
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Rig Types

• Supports both maintenance 
and workover operations.

• Typically, 40’ to 80’ tall.
• Powered by Tier III Industrial 

engines or 2010 on-road 
engines.

• No drilling operations currently 
in the Inglewood Field.

• Performs drilling operations 
from scratch.

• Typically, 90’ tall.
• If drilling occurred, the engines 

would need to be either Tier IV 
Final Industrial or 2010 (or 
better) on-road engines.

DrillingMaintenance  

ConventionalMobile

Rig Engine Requirements 

State
Air Resources Board

DOORS (off-road)

Regional

Portable registration 
(may be possible)

Mobile Units 

300-500 hp

CJ Energy Services 100% 
compliant thru 2021

5 Minute Idle Limit
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November 22, 2018 Release

Table 1  Potential Benzene Exposure Health Effects and Regulatory Thresholds 

PPM Effect Definition 

0.01 OEHHA REL 
The concentration level at or below which no adverse health 
effects are anticipated 

0.01 EPA Reference concentration, RfC Likely to be without an appreciable risk of deleterious effects 

0.10 NIOSH REL 
Protective of workplace safety and employee health over a 
working lifetime 

0.49 ACGIH TLV 
A level to which a worker can be exposed day after day for a 
working lifetime without adverse effects 

0.98 OSHA PEL/NIOSH STEL Protective of worker health 
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• A high high level alarm is being installed on the tank.
• The Supervisory Control and Data Acquisition 

(SCADA) control system is being upgraded to 
improve, among other things, the signal detection 
and alarm functions.

November 22, 2018 Release
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Block 31 Release – April 1, 2019
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Block 31 Release – April 1, 2019
Internal View of Flowline

The flowline was inspected by corrosion experts.  Their determination was that the 
sharp edges suggest a failure due to a high velocity external force (mechanical in 
nature) and not corrosion/erosion.
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• Cleanup was completed by 6:00 PM on the evening of April 1.

• Culver City Fire Department re-inspected the area and were 
satisfied at the results of the cleanup.

• Secondary containment was repaired.

• The flowline was repaired and hydrotested.  The hydrotesting 
was witnessed by DOGGR.  The well is now back in service.

• Operations maintains a list of items to check during normal 
rounds (see the next slide).  Even though secondary 
containment is being checked on a regular basis, the revised 
checklist will breakout secondary containment.

Block 31 Release – April 1, 2019
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Current Operator Check List
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Ground Movement Monuments

Monument 126
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Ground Movement Monument #126


